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Introduction

 

(This introduction is not a part of IEEE Std 776-1992, IEEE Recommended Practice for Inductive Coordination of Electric
Supply and Communication Lines.)

 

During the Þve years since IEEE Std 776-1987 was published, the guide has provided a useful tool for those
faced with inductive coordination problems. Questions have arisen about the stringent harmonic distribution
used on the probe-wire interface described in table 2. This version of IEEE Std 776 provides ßexibility in the
use of harmonic distributions in table 2 to match the variety of existing environments and conditions. The gen-
eral section was also rewritten in an effort to make it more understandable. Other sections have also been
improved editorially. These efforts and contributions were made by Dick Nelson, Harold Held, Bill McCoy,
Charlie Nelson, Chrys Chrysanthou, and David Boneau.

Since the publication of joint reports of the National Electric Light Association and the Bell System during and
following the 1920s, the joint responsibility of inductive coordination between power and telecommunication
companies has generally been accepted. However, the need has long been recognized for one document that
deÞnes the components of interference, provides speciÞc procedures to predict levels of interference, provides
speciÞc methods to demonstrate cause and effect relationships, and deÞnes a threshold for initiating coordina-
tion to mitigate interference. The Longitudinal Induction Working Group, which is under the direction of the
Inductive Coordination and Electrical Protection (ICEP) Subcommittee of the Transmission Systems Commit-
tee of the Communications Society, has struggled to produce a fair and equitable approach to Þll this need under
the leadership of three different chairs. These chairs were, Þrst, Harold C. Held, retired from Illinois Bell Tele-
phone Company; second, the late James R. Wilson, formerly afÞliated with South Central Bell Telephone Com-
pany; and third, David Lee Boneau of Southwestern Bell Telephone Company. Major contributions to the
document were made by James R. Wilson, George Benz of Southern New England Telephone Company, and
David Boneau. Members of the Oklahoma Power and Communications Association (originally the Oklahoma
Inductive Coordination Association) furthered the development of the document by Þeld testing and assuring
the validity of the various calculations and measurement techniques. Many others have reviewed and helped to
formulate a guide that is usable by both power and telecommunication company personnel.
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IEEE Recommended Practice for
Inductive Coordination of Electric Supply and 
Communication Lines

1. Scope

This recommended practice addresses the inductive environment that exists in the vicinity of electric power
and wire-line telecommunications systems and the interfering effect that may be produced thereby; guidance
is offered for the control or modiÞcation of the environment and the susceptibility of the affected systems in
order to maintain an acceptable level of interference.

To aid the user of this recommended practice in calculating induction between power and telecommunica-
tion lines, the concept of an interface is developed. This recommended practice permits either party, without
need to involve the other, to verify the induction at the interface by use of a probe wire. This recommended
practice does not apply to railway signal circuits.

2. References

This standard shall be used in conjunction with the following publications:

IEEE Std 81-1983, IEEE Guide for Measuring Earth Resistivity, Ground Impedance, and Earth Surface
Potentials of a Ground System (ANSI).1

IEEE Std 367-1987, IEEE Recommended Practice for Determining the Electric Power Station Ground
Potential Rise and Induced Voltage from a Power Fault (ANSI).

IEEE Std 487-1992, IEEE Recommended Practice for the Protection of Wire-Line Communication Facilities
Serving Electric Power Stations (ANSI).

IEEE Std 789-1988, IEEE Standard Performance Requirements for Communications and Control Cables for
Application in High Voltage Environments (ANSI).

IEEE Std 820-1984 (Reaff 1992), IEEE Standard Telephone Loop Performance Characteristics (ANSI).

IEEE Std 1137-1991, IEEE Guide for the Implementation of Inductive Coordination Mitigation Techniques
(ANSI).

1IEEE publications are available from the Institute of Electrical and Electronics Engineers, Service Center, 445 Hoes Lane, P.O. Box
1331, Piscataway, NJ 08855-1331, USA.
1
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3. General

3.1 Inductive interference

Inductive interference is deÞned as an effect, arising from the characteristics and inductive relations of elec-
tric supply and telecommunication systems. It is of such character and magnitude that it would prevent the
telecommunication circuits from rendering service satisfactorily and economically if methods of inductive
coordination were not applied. Inductive interference is produced by the simultaneous coexistence of three
factors:

a) An inductive inßuence
b) A coupling mechanism between two electrical systems or circuits, one of which produces the

inßuence
c) A susceptibility of the second system or circuit to interference

While inductive interference may occur at any time the above conditions are satisÞed, the majority of cases
and the principal concern of this recommended practice involve interference in telecommunication systems
as a result of their proximity to electric power systems. Therefore, subsequent discussion is limited to that
general case, although the principles and practices may apply to other cases as well.

3.1.1 Inductive inßuence 

Inductive inßuence is deÞned as those characteristics of an electric supply circuit that determine the charac-
ter and intensity of the inductive Þeld that it produces. The voltage and current present on an operating
power system produce electric and magnetic Þelds in the vicinity of the system. The character and intensity
of those Þelds determine the inductive inßuence. Character is related primarily to the frequencies present,
while intensity is related to the magnitude of voltages and currents modiÞed by line conÞguration, current
distribution, and any shielding structures in the immediate vicinity, excluding the shield of a telecommunica-
tions cable.

3.1.2 Coupling

Coupling is deÞned as the transfer of energy from one system to another. For the inductive inßuence of a
power system to affect another system or circuit, there must be coupling between the two. The coupling
mechanism consists of the mutual impedance between circuits in proximity to each other. This has resistive,
capacitive, and inductive components. Electric induction, via capacitive coupling, may be consequential
when the exposed circuit is composed of unshielded conductors above ground. However, when the exposed
circuit conductors are within a grounded metallic sheath or shield, capacitive coupling generally may be
considered negligible. Therefore, the coupling mechanism of primary concern will generally be the mutual
inductance between an electric supply circuit or circuits and a telecommunications facility. The primary fac-
tors affecting coupling are separation of the systems, frequency of the magnetic Þeld, and earth resistivity.

3.1.3 Susceptiveness

Susceptiveness is deÞned as those characteristics that determine the extent to which the service rendered by
a telecommunications circuit can be adversely affected by a given longitudinal voltage or current. The exist-
ence of an inductive Þeld and coupling with a metallic telecommunication circuit will cause longitudinal
voltage to be induced in the telecommunication circuit. However, interference does not occur unless the cir-
cuit is susceptible to the induced voltage and resulting current. One kind of interference is the introduction
of an unwanted signal (noise) into the circuit. The susceptiveness of the circuit to noise depends on the qual-
ity of the cable shield, the amplitude and frequency of the signal normally transmitted, circuit impedances
and the longitudinal balance of the circuit and its associated equipment. Longitudinal balance determines the
extent to which longitudinal (common-mode) voltage is converted to metallic (differential-mode) voltage.
2
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Interference may also be manifested as a malfunction in the operation of the circuit. The malfunction may be
caused by electrical or thermal overstress of a circuit component by the induced voltage or resulting current.
In addition, safety thresholds are to be considered.

3.2 Need for coordination

The continued successful coexistence of systems for the transmission, distribution, and utilization of electric
power and telecommunications depends upon the ability of their providers to resolve problems of interfer-
ence between the systems. The need for coordination between providers of electric supply and telecommuni-
cations lines has existed since the early days of the industries. At various times, cooperative studies have
been undertaken, resulting in the dissemination of a large body of technical information on the subject. This
information continues to grow with the expansion of these industries and the introduction of new technol-
ogy. However, this growth and change introduces new concerns that should be addressed if continued com-
patibility of the systems is to be accomplished. Some of these concerns are as follows:

a) Ecological considerations, which encourages the placement of facilities on joint or adjacent rights-
of-way

b) Higher-capacity power systems serving larger loads
c) Degradation of power quality due to the growth of nonlinear power loads
d) The use of more susceptible electronic devices and equipment for telecommunication and signaling

systems

These concerns emphasize the need for continued cooperative inductive coordination.

3.3 Mutual responsibility of parties involved

Inductive coordination is a cooperative effort in the location, design, construction, operation and mainte-
nance of power and telecommunications systems. These efforts will prevent inductive interference. Histori-
cally, inductive coordination has been accomplished through the cooperative efforts of the industries
involved without regulatory intercession. This cooperative effort best meets the service needs of the public
and resolves interference problems in the most equitable and economical manner. However, for such a coop-
erative effort to succeed, all parties involved should recognize and be willing to discharge a mutual responsi-
bility for the handling of all inductive coordination problems that may arise.

4. The inductive environment

4.1 Guidelines for an acceptable environment

This portion of the recommended practice will address the following:

a) Areas of concern
b) Threshold considerations
c) Suggestion of a classiÞcation system
d) DeÞnition of the interface
e) Establishment of an acceptable environmental threshold for positive action
f) Susceptiveness criteria for telecommunications plant
3
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4.1.1 Areas of concern

Three areas of consideration are as follows:

a) Safety from electrical shock due to personal contact with telecommunications conductors
b) The destruction of plant facilities as a result of dielectric breakdown or energy dissipation
c) The degradation or interruption of telecommunications

Each of these considerations is the result of the inßuencing current of the power system, the coupling
between the two systems, and the susceptiveness of the telecommunication system.

4.1.2 Threshold considerations

The following is a list of threshold considerations from various standards on the telecommunications system
(see table 1):

a) Safety. 50 V rms continuously induced with respect to ground at 60 Hz on telecommunication facili-
ties has historically been considered an upper threshold by many telecommunications companies in
North America. Electric power companies and railway telecommunications systems have histori-
cally used 60 V rms to ground at 60 Hz as their safety threshold. CCITT (telephone) also uses the
60 V rms level except for special cases when 150 V rms is accepted. Other higher thresholds have
been established in other administrations.

b) Damage of installed cable. IEEE Std 487-19922 provides a method to obtain the 60 Hz conductor-
to-conductor dielectric strength for plastic-insulated cable (PIC) typically used in telephone sys-
tems:

 1.8 kV rms for 19 AWG 
 1.4 kV rms for 22 AWG 
 1.2 kV rms for 24 AWG 
 0.96 kV rms for 26 AWG 

Conductor-to-shield failure may also occur and should be considered. Paper insulated cables require
special protection for peak voltages in excess of 1000 V.

c) Destruction of equipment. An indication of energy dissipation or the product of the current squared
and time in line- repeater electronics is typically between 16 and 80 A2s (I2át).

d) Circuit degradation. IEEE Std 820-1984 states that the recommended level of noise to ground is less
than or equal to 80 dBrnC. The reference also states that 81Ð90 dBrnC levels are considered accept-
able and those in excess of 90 dBrnC are not recommended on telephone voice frequency circuits.

e) Circuit failure
1) The supervision on some voice frequency circuits may be adversely affected when the longitu-

dinal current exceeds 5 mA.
2) Communications carrier systems that are powered over the simplex may be adversely affected

when the peak ac longitudinal current through the regulating diode approaches the dc powering
current. The carrier will fail when the peak ac longitudinal current exceeds the dc powering cur-
rent through the regulation diode.

2Information on references can be found in clause 2.
4
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Table 1ÑAcceptable 60 Hz rms voltage
thresholds on probe-wire interface

NOTES

1ÑI2 á t  is the same for all zones and classes.
2ÑExposures are assumed to be uniform in all zones.

(a) Safety and circuit degradation

Class A A A B B B

Zone 1
(V)

2
(V)

3
(V)

1
(V)

2
(V)

3
(V)

Steady      c
State 
                  i

0.3333 0.1000 0.0379 0.3333 0.1000 0.0379

0.6667 0.2000 0.0758 0.6667 0.2000 0.0758

i  = inure
c = customer accessible
Class A = may not tolerate interruption
Class B = may tolerate interruption (self restoring)

(b) Installed cable damage

Cable dielectric 
insulation Gauge Zone 1

(V)
Zone 2

(V)
Zone 3

(V)

PIC 19
22
24
26

12.0
9.3
8.0
6.4

3.6
2.8
2.4
1.9

1.36
1.06
0.91
0.73

Paper 9Ð24
26

6.6
6.4

2.0
1.9

0.76
0.73

Zone 1 = 0Ð15 kft (0Ð4572 m)
Zone 2 = 15Ð50 kft (4572Ð15 240 m)
Zone 3 > 50 kft (15 240 m) (calculation based on 132 kft or 40 234 m)

(c) Equipment destruction

Energy dissipation
I2 á t                 I2 á t
16                      80

Fault duration
(Cycles)

Time
(s)

(V) (V)

5 0.0833 22.17 49.57

10 0.1667 15.68 35.05

20 0.3333 11.09 24.79

40 0.6667 7.84 17.53

80 1.3330 5.54 12.39

160 2.6670 3.92 8.76

320 5.3330 2.77 6.20

640 10.6700 1.96 4.38
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4.1.3 ClassiÞcation system

A method of classifying telecommunication facilities in a given route will allow different environmental cri-
teria. The classiÞcation scheme will have four components. The four components are as follows:

a) Circuit sensitivity to power fault conditions
b) Length consideration 
c) Ability to inure (accepting an undesirable situation) 
d) Fault duration

4.1.3.1 Circuit sensitivity

The power system produces two environmentsÑthe normal operating condition and the fault condition.
Some telecommunication systems and circuits may tolerate interruption during a fault and others may not.
For the purpose of this recommended practice, those that may tolerate a fault-caused interruption will be
classiÞed ÒBÓ; those that may not are classiÞed ÒA.Ó

4.1.3.2 Length

Induced voltage is proportional to the length of the exposure. A length or zone qualiÞer will preclude an
unreasonable economic burden on short exposures. The three zones will be deÞned as follows:

Ñ Zone 1 = 0Ð15 kft (0Ð4572 m)
Ñ Zone 2 =15Ð50 kft (4572Ð15 240 m)
Ñ Zone 3 > 50 kft (15 240 m)

4.1.3.3 Inure

The inure classiÞcation will be applicable to those facilities a customer will not have access to conductors,
and where the telecommunications utility is willing to condition these conductors to operate safely at inter-
ference levels of 50Ð100 steady-state V rms to ground.

i will designate inure (50Ð100 steady-state V rms to ground)
c will designate customer access (< 50 steady-state V rms to ground)

This classiÞcation will be designated by the telecommunication facility owner.

4.1.3.4 Fault duration

Energy dissipation is dependent upon a fault duration or clearing time. The fault condition must have the
time speciÞed and will be designated in seconds, reßecting the maximum time of fault current ßow. Energy
dissipation is determined by the power company and will indicate the magnitude of the energy in the envi-
ronment.

Usually the fault duration at a particular location is the time required for the nearest line side protective
equipment to operate and isolate a fault, assuming the maximum calculated symmetrical fault current at the
fault location. When estimating the fault energy (I2át) for repeated reclosure operation on power lines, the
following worst case assumptions may be made:

a) The time to be used for each reclosure cycle is the time from the onset of the fault until the operation
of the breaker.

b) For distribution circuits, the fault currents and times for each reclosure cycle may be identical.
c) For transmission circuits, the fault currents and times for each reclosure cycle may be different.
6



 

IEEE
COORDINATION OF ELECTRIC SUPPLY AND COMMUNICATION LINES Std 776-1992

                 
d) The total I2át is the sum of the I2átÕs of all the reclosure cycles.

Further information on fault duration may be found in IEEE Std 367-1987.

The telecommunications company will classify a route by circuit by components (a) through (c) as listed in
4.1.3.

4.1.4 The interface

Calculated or measured levels of induction can be assessed at an interface between the power and telecom-
munications utilities systems. These levels reßect:

a) The limiting magnitude and waveshape distortion generated by the power system
b) The levels that may cause telecommunication system safety, failure, or service degradation problems

The interface is speciÞed and expressed in terms of a 100 ft (30.48 m) 22 gauge-insulated probe wire with
grounded ends. The wire is placed on the ground parallel to the power line and at a radial distance of:

Ñ 50 ft (15.24 m) to the geometric mean location of the power-line phase conductor distance, where
power lines are less than 69 kV.

Ñ 75 ft (22.86 m) to the closest power line phase conductor, where power lines are equal to or greater
than 69 kV.

For the purpose of voltage or noise measurements, the probe wire is opened and the meter inserted. To keep
errors small (less than 0.1 dB for the noise measurement) the meter impedance should be more than 100
times the impedance of the probe wire grounds. For the determination of the current to be used in energy dis-
sipation analysis, currents will be calculated by OhmÕs Law, assuming a perfect voltage source equivalent to
the measured value and a shorted loop with an internal impedance of 1.6 W .

4.1.5 Acceptable environment thresholds

With the 100 ft probe wire set as the interface, and the classiÞcation scheme and limiting considerations
deÞned, table 1(a) has been constructed to set voltage thresholds at 60 Hz. These levels, either measured or
calculated on the interface, are based on the 50 V safety threshold.

Two harmonic distributions have been set for determining the thresholds of voltages induced on the probe
wire. These two distributions form an envelope. In the 1987 version of IEEE Std 776, all harmonics were to
fall below a voltage value that was taken as a percentage of 50 V. First, a distance based on the zone was
divided into 100 and multiplied by 50 V for the 60 Hz threshold. Then a reduction or distribution factor was
multiplied by the 60 Hz voltage limit to determine the individual harmonic voltage limit. The distribution
factor was deter- mined by raising the order of each harmonic to Ð2.7. Another factor was also deÞned by
raising the order of each harmonic to Ð1.7. This distribution factor was to be the used to identify an abnormal
harmonic based on the actual measured value at 60 Hz. Experience has shown that these limits are more
stringent than required above the 17th harmonic. In addition, the distribution factor derived from an expo-
nent of Ð2.7 was based on a harmonic sum of all the harmonics exceeding the threshold. To mitigate the ine-
qualities imposed in the 1987 version, the criteria for the threshold distributions will be set as follows:

a) For 3 or less harmonics: 
1) Maximum voltage for harmonics 2 through 17 (frequency 120 Hz through 1020 Hz) should be

less than the voltage derived from the distribution factor based on an exponent Ð2. All other
harmonics from 2 through 17 must be below the voltage level derived from the distribution fac-
tor based on an exponent of Ð2.7.

2) Maximum voltage for harmonics 18 through 50 (1080 Hz through 3000 Hz) should be less than
the voltage derived from the distribution factor based on equation 3A. All other harmonics must
7
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be below the voltage level derived from the distribution factor based on equation 3B from har-
monics 18 through 50.

3) Maximum voltage for harmonics 51 (3060 Hz) and above should not exceed the voltage level
determined at 3000 Hz. 

b) For more than 3 harmonics:
1) Maximum voltage for harmonics 2 through 17 (frequency 120 Hz through 1020 Hz) should be

less than the voltage derived from the distribution factor based on an exponent Ð2.7 Hz.
2) Maximum voltage for harmonics 18 through 50 (1080 Hz through 3000 Hz), should be less

than the voltage derived from the distribution factor based on equation 3B.
3) Maximum voltage for harmonics 51 (3060 Hz) and above, should not exceed the voltage level

determined at 3000 Hz from equation 3B.

For harmonics (n) 2 to 17    (< 3 harmonics)

(1)

where

Vd is the distortion limit derived from the measured voltage at 60 Hz on the probe wire with only 3
harmonics above the limit set by Ð2.7 for harmonics 2Ð17 (frequency 120 HzÐ1020 Hz)

Vp is the maximum voltage at 60 Hz on the probe wire for the indicated zone from table 1
n is the order of the harmonic

For harmonics (n) 2 to 17    (> 3 harmonics)

(2)

where

Vd is the resultant voltage for harmonic n
Vp is the maximum voltage at 60 Hz on the probe wire for the indicated zone from table 1
n is the order of the harmonic

For harmonics (n) 18 to 50

For extension of nÐ2

(3A)

For extension of nÐ2.7

(3B)

where

Vd is the distortion limit derived from the measured voltage at 60 Hz on the probe wire between 1020
Hz and 3000 Hz

Vp is the maximum voltage at 60 Hz on the probe wire for the indicated zone from table 1
n is the order of the harmonic

Typically, no harmonic will exceed the 60 Hz measured value multiplied by the reciprocal of the harmonic
number raised to the 1.7th power.

Vd V p n 2Ð´=

Vd V p n 2.7Ð´=

Vd V p
1

172 n1.2+
-----------------------´=

Vd V p
1

172.7 n1.2+
--------------------------´=
8
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n

                          

1 1

2 2

3 2

4 3

5 3

6 3

7 3

8 3

9 3

1 4

1 4

1 4

1 4

1 4

1 4

1 4

1 4
(4)

where

Vd is the distortion limit derived from the measured voltage at 60 Hz on the probe wire
Vm is the voltage at 60 Hz measured on the probe wire
n is the order of the harmonic

Table 2 contains a listing of the voltage threshold levels by zone.

Table 2ÑCircuit degradation 
(voltage by harmonic on the probe wire interface)

f
(Hz)

< 3 Harmonics  (equation 1) > 3 Harmonics  (equation 2)

nÐ2.0 (dB) V1
(V)

V2
(V)

V3
(V)

nÐ2.7 (dB) V1
(V)

V2
(V)

V3
(V)

 60  1.000E+00  0  0.333E+00  0.100E+00  0.379E-01  0.100E+01  0 0.333E+00  0.100E+00  0.379E-0

 120  2.500E-01 -12  0.833E-01  0.250E-01  0.948E-02  0.154E+00  -16  0.513E-01  0.154E-01  0.583E-0

 180  1.111E-01  -19  0.370E-01  0.111E-01  0.421E-02  0.515E-01  -26  0.172E-01  0.515E-02  0.195E-0

 240  6.250E-02  -24  0.208E-01  0.625E-02  0.237E-02  0.237E-01  -33  0.789E-02  0.237E-02  0.898E-0

 300  4.000E-02  -28  0.133E-01  0.400E-02  0.152E-02  0.130E-01  -38  0.432E-02  0.130E-02  0.491E-0

 360  2.778E-02  -31  0.926E-02  0.278E-02  0.105E-02  0.792E-02  -42  0.264E-02  0.792E-03  0.300E-0

 420  2.041E-02  -34  0.680E-02  0.204E-02  0.773E-03  0.523E-02  -46  0.174E-02  0.523E-03  0.198E-0

 480  1.563E-02  -36  0.521E-02  0.156E-02  0.592E-03  0.364E-02  -49  0.121E-02  0.364E-03  0.138E-0

 540  1.235E-02  -38  0.411E-02  0.123E-02  0.468E-03  0.265E-02  -52  0.884E-03  0.265E-03  0.101E-0

0  600  1.000E-02  -40  0.333E-02  0.100E-02  0.379E-03  0.200E-02  -54  0.665E-03  0.200E-03  0.756E-0

1  660  8.264E- 03  -42  0.275E-02  0.826E-03  0.313E-03  0.154E-02  -56  0.514E-03  0.154E- 03  0.585E-0

2  720  6.944E-03  -43  0.231E-02  0.694E-03  0.263E-03  0.122E-02  -58  0.406E-03  0.122E-03  0.462E-0

3  780  5.917E-03  -45  0.197E-02  0.592E-03  0.224E-03  0.983E-03  -60  0.327E-03  0.983E-04  0.372E-0

4  840  5.102E-03  -46  0.170E-02  0.510E-03  0.193E-03  0.804E-03  -62  0.268E-03  0.804E-04  0.305E-0

5  900  4.444E-03  -47  0.148E-02  0.444E-03  0.168E-03  0.668E-03  -64  0.223E-03  0.668E-04  0.253E-0

6  960  3.906E-03  -48  0.130E-02  0.391E-03  0.148E-03  0.561E-03  -65  0.187E-03  0.561E-04  0.213E-0

7 1020  3.460E-03  -49  0.115E-02  0.346E-03  0.131E-03  0.476E-03  -66  0.159E-03  0.476E-04  0.180E-0

Vd Vm n 1.7Ð´=
9
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n

1 4

1 4

2 4

2 4

2 4

2 4

2 4

2 4

26 4

27 4

28 4

29 4

30 4

31 4

32 4

33 4

34 4

35 4

36 4

37 4

38 4

39 4

40 4

41 4

42 4
f
(Hz)

< 3 Harmonics  (equation 1) > 3 Harmonics  (equation 2)

       1    
             
172+n1.2

(equa-
tion 3A)

(dB) V1
(V)

V2
(V)

V3
(V)

       1    
             
172.7+n1.
2

(equa-
tion 3B)

(dB) V1
(V)

V2
(V)

V3
(V)

8 1080  3.114E-03  -50  0.104E-02  0.311E-03  0.118E-03  0.469E-03  -67  0.156E-03  0.469E-04  0.178E-0

9 1140  3.094E-03  -50  0.103E-02  0.309E-03  0.117E-03  0.469E-03  -67  0.156E-03  0.469E-04  0.178E-0

0 1200  3.073E-03  -50  0.102E-02  0.307E-03  0.116E-03  0.468E-03  -67  0.156E-03  0.468E-04  0.177E-0

1 1260  3.052E-03  -50  0.102E-02  0.305E-03  0.116E-03  0.468E-03  -67  0.156E-03  0.468E-04  0.177E-0

2 1320  3.032E-03  -50  0.101E-02  0.303E-03  0.115E-03  0.467E-03  -67  0.156E-03  0.467E-04  0.177E-0

3 1380  3.012E- 03  -50  0.100E-02  0.301E-03  0.114E-03  0.467E-03  -67  0.156E-03  0.467E- 04  0.177E-0

4 1440  2.991E-03  -50  0.997E-03  0.299E-03  0.113E-03  0.466E-03  -67  0.155E-03  0.466E-04  0.177E-0

5 1500  2.971E-03  -51  0.990E-03  0.297E-03  0.113E-03  0.466E-03  -67  0.155E-03  0.466E-04  0.176E-0

1560  2.951E-03  -51  0.984E-03  0.295E-03  0.112E-03  0.465E-03  -67  0.155E-03  0.465E-04  0.176E-0

1620  2.931E-03  -51  0.977E-03  0.293E-03  0.111E-03  0.465E-03  -67  0.155E-03  0.465E-04  0.176E-0

1680  2.911E-03  -51  0.970E-03  0.291E-03  0.110E-03  0.464E-03  -67  0.155E-03  0.464E-04  0.176E-0

1740  2.891E-03  -51  0.964E-03  0.289E-03  0.110E-03  0.464E-03  -67  0.155E-03  0.464E-04  0.176E-0

1800  2.872E- 03  -51  0.957E-03  0.287E-03  0.109E-03  0.463E-03  -67  0.154E-03  0.463E- 04  0.176E-0

1860  2.852E-03  -51  0.951E-03  0.285E-03  0.108E-03  0.463E-03  -67  0.154E-03  0.463E-04  0.175E-0

1920  2.833E-03  -51  0.944E-03  0.283E-03  0.107E-03  0.462E-03  -67  0.154E-03  0.462E-04  0.175E-0

1980  2.814E-03  -51  0.938E-03  0.281E-03  0.107E-03  0.462E-03  -67  0.154E-03  0.462E-04  0.175E-0

2040  2.795E-03  -51  0.931E-03  0.279E-03  0.106E-03  0.461E-03  -67  0.154E-03  0.461E-04  0.175E-0

2100  2.776E-03  -51  0.925E-03  0.278E-03  0.105E-03  0.461E-03  -67  0.154E-03  0.461E-04  0.175E-0

2160  2.757E-03  -51  0.919E-03  0.276E-03  0.104E-03  0.460E-03  -67  0.153E-03  0.460E-04  0.174E-0

2220  2.738E- 03  -51  0.913E-03  0.274E-03  0.104E-03  0.460E-03  -67  0.153E-03  0.460E- 04  0.174E-0

2280  2.720E-03  -51  0.907E-03  0.272E-03  0.103E-03  0.459E-03  -67  0.153E-03  0.459E-04  0.174E-0

2340  2.702E-03  -51  0.900E-03  0.270E-03  0.102E-03  0.458E-03  -67  0.153E-03  0.458E-04  0.174E-0

2400  2.683E-03  -51  0.894E-03  0.268E-03  0.102E-03  0.458E-03  -67  0.153E-03  0.458E-04  0.174E-0

2460  2.665E-03  -51  0.888E-03  0.267E-03  0.101E-03  0.457E-03  -67  0.152E-03  0.457E-04  0.173E-0

2520  2.648E-03  -52  0.882E-03  0.265E-03  0.100E-03  0.457E-03  -67  0.152E-03  0.457E-04  0.173E-0

Table 2ÑCircuit degradation  (Continued)
(voltage by harmonic on the probe wire interface)
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n

43 4

44 4

45 4

46 4

47 4

48 4

49 4

50 4
V1 = Zone 1 threshold voltage (0Ð15 kft) (0Ð4572 m) n = number of harmonic
V2 = Zone 2 threshold voltage (15Ð50 kft) (4572Ð15 240 m) f = frequency of harmonic
V3 = Zone 3 threshold voltage (> 50 kft) (15 240 m)       dB = the decibel reduction equivalent of n raised to

 indicated power

f
(Hz)

< 3 Harmonics  (equation 1) > 3 Harmonics  (equation 2)

       1    
             
172+n1.2

(equa-
tion 3A)

(dB) V1
(V)

V2
(V)

V3
(V)

       1    
             
172.7+n1.
2

(equa-
tion 3B)

(dB) V1
(V)

V2
(V)

V3
(V)

2580  2.630E-03  -52  0.877E-03  0.263E-03  0.997E-04  0.456E-03  -67  0.152E-03  0.456E-04  0.173E-0

2640  2.612E- 03  -52  0.871E-03  0.261E-03  0.990E-04  0.456E-03  -67  0.152E-03  0.456E- 04  0.173E-0

2700  2.595E-03  -52  0.865E-03  0.260E-03  0.984E-04  0.455E-03  -67  0.152E-03  0.455E-04  0.173E-0

2760  2.578E-03  -52  0.859E-03  0.258E-03  0.977E-04  0.455E-03  -67  0.152E-03  0.455E-04  0.172E-0

2820  2.561E-03  -52  0.853E-03  0.256E-03  0.971E-04  0.454E-03  -67  0.151E-03  0.454E-04  0.172E-0

2880  2.544E-03  -52  0.848E-03  0.254E-03  0.964E-04  0.454E-03  -67  0.151E-03  0.454E-04  0.172E-0

2940  2.527E-03  -52  0.842E-03  0.253E-03  0.958E-04  0.453E-03  -67  0.151E-03  0.453E-04  0.172E-0

3000  2.510E-03  -52  0.837E-03  0.251E-03  0.951E-04  0.453E-03  -67  0.151E-03  0.453E-04  0.172E-0

Table 2ÑCircuit degradation  (Continued)
(voltage by harmonic on the probe wire interface)
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4.1.6 Susceptiveness of communications facilities

The susceptiveness of the telecommunications facility should be maintained at a level that would preclude
interference in the presence of an electrical environment set by table 1 and table 2.

4.2 Methods of measurement

This portion of the recommended practice will address those measurements on telecommunications cable,
loop antenna, probe wire, power-supply lines, and customer-power equipment. In addition, the type of mea-
surement equipment required in each measurement will be explored along with methods for analyzing the
raw data results.

4.2.1 Test equipment and units

Oscilloscopes, spectrum analyzers, voltmeters, frequency-selective voltmeters, and noise measuring sets
(NMS) produce readings in different formats and possibly in different units. To produce equivalent readings,
different test sets must apply a similar terminating impedance to the circuit and have similar frequency
response to a complex waveform. Test equipment designed for use in telecommunication circuit measure-
ments should typically have an internal circuit termination, a longitudinal balance above 75 dB (or 14 dB
better balance than the circuit to be measured), a measurement unit of dBrn, dBm, C-message, and 3 kHz ßat
weighting, and a noise-to-ground termination of 100 000 W . Other types of test equipment may be used that
are of a general nature for these tests if an appropriate technique of connection and result analysis is used.

In fact, the use of spectrum analyzers and oscilloscopes may greatly enhance the analysis of a complex
waveform. The C-message frequency-response individual weightings are listed in table 3.

Volts, dBm, dBrn, and dBv are the most common units used by this type of test equipment. The deÞnition of
decibel is 10 times the common log of the ratio of two powers:

(5)

If there is an identical circuit terminating impedance, the deÞnition may be changed to 20 times the ratio of
two voltages or currents:

(6A)

(6B)

dB 10
power1

power2
-----------------è ø

æ ölog´=

dB=20
V 1

V 2
------log´

V1 10

dB
20
-------

V2´=
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When the reference power is 1 mW and the impedance is 600 W (an impedance commonly used in voice
band telecommunication practice), the reference voltage is 0.775 V and the unit is dBm (decibel referenced
to 1 mW). When the reference power is 1 pW with a 600 W impedance, the reference voltage is 0.000 024 5
V and the unit is dBrn (decibel reference noise). When using a measuring set incorporating a C-message net-
work to measure dBrnC, the reference of 1 pW must be taken at 1000 Hz. The unit of dBv uses a reference
of 1 V. Therefore, the common unit is the volt and may be converted to any unit for equivalence using the
volt as a reference. For example:

NOTEÑSee annex B for further explanation.

unit impedance
(W)

voltage
(V)2

power
(w)

dBrn 600 10Ð12

dBm 600 0.775 0.001

dBV 1000 1.0 0.001

Table 3ÑC-Message weighting 

Harmonic

n f
(Hz) (dB) Voltage multiplier

1 60 Ð55.7 0.001 67

2 120 Ð35.5 0.016 67

3 180 Ð29.6 0.033 33

4 240 Ð21.2 0.087 50

5 300 Ð16.5 0.150 00

6 360 Ð13.1 0.222 22

7 420 Ð10.2 0.309 52

8 480 Ð8.0 0.395 83

9 540 Ð6.2 0.488 89

10 600 Ð4.5 0.596 67

11 660 Ð3.3 0.684 85

12 720 Ð2.3 0.766 67

13 780 Ð1.3 0.861 54

14 840 Ð0.8  0.911 90

15 900 Ð0.3 0.966 67

16 960 Ð0.2 0.977 08

17 1020 0.0 1.000 00

18 1080 0.0 1.000 00

19 1140 Ð0.1 0.987 72

24.5 10 6Ð´
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20 1200 Ð0.2 0.976 67

21 1260 Ð0.4 0.960 32

22 1320 Ð0.5 0.943 94

23 1380 Ð0.7 0.923 19

24 1440 Ð0.7 0.902 78

25 1500 Ð1.0 0.890 67

26 1560 Ð1.2 0.870 51

27 1620 Ð1.3 0.860 49

28  1680 Ð1.5 0.840 48

29 1740 Ð1.5 0.841 38

30 1800 Ð1.5 0.841 11

31 1860 Ð1.5 0.840 86

32 1920 Ð1.5 0.840 63

33  1980 Ð1.5 0.841 41

34 2040 Ð1.5 0.841 18

35  2100 Ð1.5 0.840 95

36  2160 Ð1.5 0.840 74

37  2220 Ð1.5 0.840 54

38  2280 Ð1.5 0.841 23

39  2340 Ð1.5 0.841 03

 40  2400 Ð1.5 0.840 83

41  2460 Ð1.5 0.840 65

 42  2520 Ð1.6 0.831 75

43 2580 Ð1.7 0.821 71

44  2640 Ð1.9 0.803 79

45  2700 Ð2.2 0.776 30

46  2760 Ð2.5 0.750 00

47  2820 Ð2.8 0.724 11

48 2880 Ð3.2 0.691 67

49  2940 Ð3.5 0.668 03

50  3000 Ð4.0 0.644 67

Table 3ÑC-Message weighting  (Continued)

Harmonic

n f
(Hz) (dB) Voltage multiplier
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4.2.2 Communication cable measurements

The following four direct cable measurements provide information on the inductive inßuence:

a) Longitudinally induced voltage to ground on cable pair 
b) The metallic voltage across the cable pair 
c) The longitudinal current on the pair
d) The longitudinal shield current

Figure 1 is the universal test set conÞguration that may be used with Þgures 3Ð7.

Figure 1ÑTest equipment conÞguration

Voltage-to-ground measurements are typically made at the customer end with the central ofÞce end of the
cable terminated to ground using a dial-up balanced termination or the equivalent shown in Þgure 2.

Figure 2ÑBalanced termination
15
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The customer end of the cable pair should be terminated to ground through 100 000 W. This may be done
internally on some test equipment or may be accomplished using the termination shown in Þgure 3. This ter-
mination in Þgure 3 also allows for the simultaneous measurement of noise to ground and noise metallic.

Figure 3Ñ100 000 W termination

The noise metallic measurement must be calibrated by the frequency response of the repeat coil or trans-
former. Note also that the repeat coil allows for measurement with a test set that is not a balanced input.
When this termination is built, note that a precision of 0.0035% is required to measure balances up to 75 dB.
The longitudinal termination in Þgure 3 incorporates a 40 dB pad (100:1 voltage divider). This 40 dB must
be added to a noise-to- ground decibel reading, or a voltage noise-to-ground reading must be multiplied by
100. Power inßuence measured in decibel reference noise is equivalent to noise-to-ground plus 40 dB. If a
spectrum analyzer or a frequency selective voltmeter is used in these two measurements, the results may be
converted to C-message by subtracting the individual frequency weightings in table 3. An equivalent sum-
mation to an NMS may be obtained by using a power sum of the individual weighted components.

(7)

where

dBrnC is the power sum of the individual harmonics C-message weighted
dBrnC# is the individual harmonic C-message weighted

This technique also provides a quick check for determining that all the signiÞcant frequency components
have been measured.

dBrnC 10 10

dBrnC1
10

---------------------

10

dBrnC2
10

---------------------

.....+ +
è ø
ç ÷
æ ö

log´=
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When the noise-to-ground (corrected by 40 dB) and the noise-metallic have been converted to a common
decibel base and C-message weighting has been applied, the differences in the dBrnC readings provide a
statement of the quality of the relative impedance of the cable pair conductors to ground (longitudinal bal-
ance).

dBC = dBrnC to groundÐdBrnC metallic                       (8)

   (9)

where

dBC is the decibel C-message weighted balance for the purpose of this recommended practice
 Vg is the voltage to ground
Vm  is the voltage metallic

The longitudinal current on the cable pair may be measured by utilizing Þgure 4. The voltage value is to be
divided by 100 W for a current reading. Since the longitudinal impedance is frequency-sensitive, the highest
longitudinal current components may not be the same as the highest longitudinal voltage components.

Figure 4ÑMethod for measuring longitudinal current

dB 20
V g

V m
-------è ø

æ ölog´=
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Longitudinal shield current may be measured at any location using Þgure 5. In this test, a clamp-on current
transformer is placed around a bond wire connecting a shield opening. The current is determined by dividing
the shunt resistance into the voltage reading and multiplying the results by the current transformer ratio.

Figure 5ÑMethod for measuring shield current

4.2.3 Loop antenna measurements

The loop antenna provides a method of obtaining the relative amplitudes of net interfering current on the
power system by use of an air-core transformer (see Þgure 6). The power line provides a one turn winding
primary to whatever number of turns the loop antenna has. The loop antenna is a tool for use in deÞning the
relative interference sections along the cable route and can be used for determining probe-wire measurement
locations. In addition to the spectrum analyzer and oscilloscope, a strip recorder is very advantageous in
determining the location of uniform interference sections (see Þgure 1). If a distance-measuring device is
added to drive a mark event pen on the strip recorder, the precise length and location of each section may be
documented while driving the cable route.

Figure 6ÑLoop antenna
18
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Several different devices may be used to drive the chart recorder. The dc monitor jack on an NMS may pro-
vide a source for broad band measurements; however, a frequency-selective voltmeter with a dc monitor jack
will provide the ability to search for the predominant interfering frequency component. The use of a fre-
quency-selective voltmeter with a sweep oscillator may provide the relative level of the whole spectrum. Uti-
lizing several of these techniques on a multiple channel recorder may provide complete documentation in a
minimum of time and eliminate the differences caused by time variations.

4.2.4  Probe-wire measurements

The probe-wire test is a method that allows for the accurate determination of the amplitude and frequency of
interfering current on the power system in each uniform interference section, as well as the impact on the
telecommunications system. This is accomplished by placing a 100 ft (30.48 m) insulated wire grounded on
one end directly on the ground parallel to the power system. After determining the geometric relationship as
accurately as possible and measuring the soil resistivity, the mutual impedance between the wire and the
power line should be determined at frequency components of interest. The voltage is then measured by fre-
quency on the probe wire with a frequency-selective voltmeter or spectrum analyzer. The input impedance of
the measuring set should be at least 100 times the impedance of the ground probes for an error of less than
0.1 dB. This measurement is made between the ungrounded end of the probe wire and a second ground
probe at the ungrounded end (see Þgure 7). The interfering current at each frequency on the power system is
then calculated by dividing the voltage on the probe wire by the mutual impedance between the probe wire
and power line. The probe-wire test is very susceptible to ground potential rise (GPR) between the probes
and secondary voltages produced by other current-carrying conductors in the vicinity, which causes signiÞ-
cant errors. If the power line has vertical grounds at each pole, the GPR impact may be minimized by plac-
ing the center of the probe wire on a line perpendicular to the power line at a pole. The evaluation of the
algorithm in IEEE Std 367-1987 provides the required mutual impedance. Avoid areas of buried pipe lines
and metal fences when making the test. When measuring soil resistivity, remember that the soil has self-
inductance, and a dc measurement will add error to the mutual impedance calculation at higher frequencies.
For further information, refer to IEEE Std 81-1983.

Figure 7ÑProbe wire

4.2.5  Shielding quality analysis

One method of determining the shielding effectiveness of a cable shield is to compare the voltage-to-ground
on the cable pair in a uniform section with the voltage on the probe wire over the frequency spectrum being
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measured. The best method for this comparison is to subtract the amplitudes of the individual frequency
measurements from the amplitude at 60 Hz and plot the results as dB down. This will normalize the 60 Hz
component to 0 and allow the direct comparison of a shielded component to an unshielded component. Since
the comparison is in decibels, the difference provides the shield effectiveness above 60 Hz by frequency.
This comparison to the actually measured shield current distribution may provide insight into the source of
the shield current and effectiveness of shield grounds between uniform interference sections.

4.2.6 Longitudinal balance analysis

Plotting the longitudinal balance by frequency may provide insight into the cause of the longitudinal unbal-
ance in the cable. The resistance and leakage in the voice frequency range are frequency-independent. The
reactive component is, however, very frequency dependent. Therefore, the slope of the plot may provide a
clue to the type of unbalance. Plots that are linear with slopes close to zero indicate resistive unbalances and
nonlinear plots with larger slopes indicate capacitive unbalances. Comparing longitudinal balance in the fre-
quency spectrum with voltage-to-ground in the frequency spectrum can indicate that poor-apparent NMS C-
message balances are to be expected with abnormal voltage-to-ground at higher frequencies.

4.2.7 Voltage-to-ground distribution analysis

Surveys have been made that have established typical and abnormal harmonic voltage conditions on shielded
cable. Plotting the noise-to-ground dB down against 60 Hz on the same plot with the statistical results of the
survey may provide an indication of an abnormal harmonic distribution on the power system. Figure 8 pro-
vides a chart for this comparison.

Figure 8ÑdB down from 60 Hz chart
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The harmonic power sum of the mean distribution, plus one standard deviation and a midpoint between
those two, provide a quick indication of the power-line harmonic condition by comparing a ßat-weighted
noise-to-ground measurement with a C-message weighted measurement. This comparison may indicate the
possibility of a normal or abnormal harmonic distribution.

When the difference between a ßat and a C-message reading to ground on an NMS is less than 24 dB, fur-
ther analysis may indicate an abnormal harmonic condition.

4.2.8 Direct power distribution line measurements

Direct power distribution line measurements may be undertaken as a joint venture between the power and
telecommunications companies. The amplitude of the voltage to ground on each phase conductor, the ampli-
tude of the current on each phase conductor and the neutral, the zero sequence current, the net-interfering
current, the phase angle between voltage and current in each phase conductor, and the phase angle between
the currents of the phase conductors may be measured using the interface arrangement in Þgure 9. These
measurements may be required in whole or in part to determine the source of an abnormal harmonic condi-
tion and balance on the power system. 

Note that all secondary outputs are grounded; however, for summation or zero sequence measurements, all
but one of these grounds must be removed with the outputs wired in a series conÞguration on current mea-
surements.

4.2.9 Direct power customer electric measurements

When the source of the abnormal harmonic condition is traced to a power customer, it may be necessary to
make voltage and current measurements directly at the customerÕs premises. The current measurements may
be made on insulated conductors using the current transformer technique shown in Þgure 5. Voltage mea-
surements may be made using the voltage divider applied across the voltage transformer in Þgure 9.

A practical way to compare the customer premises measurements is to plot the data on the dB down from 60
Hz chart (Þgure 8). Comparison can then be made.

Quick distribution sum comparison

Mean distribution C-message 38 dB below ßat

Plus 1 standard deviation C-message 24 dB below ßat

Midpoint between C-message 31 dB below ßat

NOTEÑA reading of 95.2 dBrnC, which is 31 dB below the flat 
reading, would indicate a flat reading of 126.2 dBrn. This is equiv-
alent to 50 V, i.e., 95.2 dBrnC + 31 dB = 126.2 dBrn = 50 V.

CAUTION
Never open the secondary of the current transformer.
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Figure 9ÑDirect power-line measurement arrangement

4.3 Methods of prediction

This portion of the recommended practice will address a procedure for predicting induced voltage levels on
the probe-wire interface and suggest how to predict voltage and resulting currents on the telecommunica-
tions facilities.

4.3.1 The basic relationship

The entire concept of prediction is based on the following relationship. The product of a complex current
(Ii), a complex coupling quantity (Zm) referenced as mutual impedance, and a complex quantity called shield
factor (sf) produces a complex voltage (V). Normally, only the absolute value of the shield factor is used and
is taken to be a scalar quantity.

(10)

where

is the induced voltage

 is the mutual impedance

is the interfering current

is the shield factor

V s Zm Ii s f´´=

V s

Zm

Ii

s f
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This relationship quantitatively describes the condition where a complex current ßowing in one conductor
will produce a corresponding voltage on a second conductor that is not perpendicular to the Þrst conductor
and is not physically connected to it. The shielding effect is simply the result of placing additional conduc-
tors in the system and summing the resulting secondary voltages produced in the second conductor from
resulting currents in the additional conductors caused by the current in the Þrst conductor. Shield factor is
deÞned as the ratio of the voltage on the second conductor when reduced by secondary induction to the volt-
age that has not been reduced due to secondary induction. A factor of 1 would mean no shielding, and a fac-
tor of 0 would mean total shielding.

(11)

The power system usually contains more than one current-carrying conductor, and there are usually several
passive conductors in the vicinity that produce some shielding effect. In addition, the power and telecommu-
nications systems usually vary in separation, conductor geometry, current amplitudes, and current phase
relationships.

For the most accurate prediction, all currents in all conductors and the mutual impedance between all con-
ductors need to be determined. The products of currents and mutual impedances then predict the individual
complex voltage components on each conductor. The net induced-voltage is then determined by summing
vectorially all the complex voltages from each current-carrying conductor. While this method is accurate, it
is also very tedious.

Another method that is widely used requires summing the complex currents in the power system into one
interfering current. Mutual impedance between an imaginary conductor at the geometric mean of the power
line conductors and a conductor in the location of interest is computed. A shield factor is computed based on
the ratios of mutual- and self-impedance of secondary conductors.

Figure 10ÑShielding model

(12)

where

sf voltage  shielded
voltage  unshielded
---------------------------------------------=

I

sf

Zm1
Zm2 Zm3´( )

Zs

--------------------------------Ð

Zm1

-------------------------------------------------=
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is the current on conductor 1

is the mutual impedance between conductors 1 and 2

is the mutual impedance between conductor 1 and other conductors

is the mutual impedance between conductor 2 and other conductors

 

Z

 

s

 

is the total impedance of other conductors (shield self-impedance + end grounds)

The product of the current, mutual impedance, and shield factor produces a complex voltage. The advantage
of using an equivalent imaginary conductor carrying the vectorial sum of the power system currents is that
the amplitude of the induced voltage can be easily measured and divided by the computed mutual impedance
and shield factor. This result can validate the amplitude of the equivalent interfering current on the imaginary
conductor:

(13)

(14)

In addition, this technique is consistent with the method used in mitigation. A probe wire is used to measure
induced voltage in the frequency domain and to predict interfering currents on the power line via computed
coupling. These currents are then used to predict voltages on a telecommunications cable based on that cou-
pling. The cause-and-effect relationship is demonstrated when the measured induced voltage on the telecom-
munications facility is equal to that predicted from the power system current.

 

4.3.2 Environment interface prediction

 

The method used for prediction of the voltage on the environment interface will be determined by the type of
power-line conÞguration. Generally, distribution-line conductors are close enough together that summing
the currents to an imaginary conductor at the geometric mean produces satisfactory results.

For a four-wire wye-connected distribution system:

 

q

 

a

 

 is assumed to be 0.

(15)

for
all current phase angles referenced to 

 

I

 

a

 

I

 

a

 

is the current in phase a

 

I

 

b

 

is the current in phase b

 

I

 

c

 

is the current in phase c

 

I

 

n

 

is the current in neutral

 

I

 

i

 

is the total interfering current

I

Zm1

Zm2

Zm3

V s Zm Ii s f´´=

Ii
V s

Zm s f´
---------------------=

Ia   (cos  q a ) j  I a   ( q a ) sin+  

I

 

b

 

q

 

b

 

( )

 

j  I b   ( q b ) sin+cos  

I

 

c   ( q c ) j  I c   ( q c ) sin+cos  

I

 

n   ( q n ) j  I n   ( q n ) sin+cos  

I

 

i   ( q ) j   I i   ( q ) sin+cos  I i   qÐ =
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(16)

 where

is the total induced voltage

is the mutual impedance

is the total interfering current

A transmission line, on the other hand, usually has the power line conductors sufÞciently separated and in a
conÞguration that requires projecting the resulting induced voltage from each conductor and vectorially
summing each component for a net resultant voltage:

(17)

(18)

(19)

(20)

(21)

for
all voltage and current phase angles referenced to 

 

I

 

a

 

 

is the induced voltage from phase a

is the mutual impedance from phase a

is the current in phase a

is the induced voltage from phase b 

is the mutual impedance from phase c

is current in phase b

is the induced voltage from phase c

is the mutual impedance from phase c

is the current in phase c

is the induced voltage from neutral

is the mutual impedance from neutral

V t Zm Ii´ V t  cos  ( q ) j   V t   sin( q ) += =

V t

Zm

Ii

Va Zma( ) Ia( )´=

Vb Zmb( ) Ib( )´=

Vc Zmc( ) Ic( )´=

Vn Zmn( ) In( )´=

V t q( ) j   V t q( ) sin+cos  

Va   (cos  q a ) j  V a   ( q a ) sin+  

V

 

b

 

q

 

b

 

( )

 

j  V b   ( q b ) sin+cos  

V

 

c   ( q c ) j  V c   ( q c ) sin+cos  

V

 

n   ( q n ) j  V n   ( q n ) sin+cos

Va

Zma

Ia

Vb

Zmb

Ib

Vc

Zmc

Ic

Vn

Zmn
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is the current in neutral

is the sum of the induced voltage

With the location of the interface chosen at 50 ft (15.24 m) from the geometric mean of a distribution line
and 75 ft (22.86 m) from the nearest conductor on the transmission line, only soil resistivity is an unknown
in the coupling calculation. The Wenner or four-probe method (Þgure 11) of measuring and predicting soil
resistivity seems to produce acceptable results when the probes are at a spacing of at least 100 ft (30.48 m).

(22)

where 

 

r

 

is the soil resistivity in meter-ohms

 

D

 

is the distance in feet between the probes

 

R

 

is the meter-reading resistance in ohms

 

R

 

 = volts/amps (23)

 

Figure 11ÑFour-probe measurement conÞguration

 

Both fault and steady-state power system currents should be considered. The fault current used should be the
inducing fault current described in IEEE Std 367-1987. The steady-state current would be the worst operat-
ing condition under which the system would be expected to function that would neither be an emergency
condition nor would it exceed the tolerable environment threshold. Since IEEE Std 367-1987 deals with the
considerations determining a true fault condition, it will not be repeated here.

Both amplitude and phase relationships of the currents produce the net induced voltage. Different power fac-
tors on a three-phase system as a result of single-phase loads can produce a signiÞcant induced voltage.
Ampere demand-meter readings, in general, do not by themselves provide sufÞcient data for the prediction
of a steady-state worst net interfering-current. Design parameters should be used along with system operat-
ing guidelines when determining an environment. One-time probe-wire measurements will reßect the condi-
tion at the time of the measurement but reveal nothing about the environment during the projected life of the
facility, or even over diurnal load variations.

In

V t

r 1.92 D R´´=
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4.3.3 Prediction on telecommunication facilities

 

Once the voltage level on the interface has been determined, an interfering current may be projected to a sin-
gle imaginary conductor in the power line. Next, an exposure diagram is made showing each change in the
geometric conÞguration of the power and telecommunications systems. If soil resistivity changes over the
route, this should also appear on the diagram. Changes in current amplitude or phase angle are included on
the diagram. The result is a graphic representation of all the individual discrete exposure sections. The
mutual impedance and the resulting unshielded voltage should be computed for each section. The shield fac-
tor that describes the cable sheath or other dominant shielding conductors should be computed based on the
relative self- and mutual-impedances. The shielded voltage should then be computed for each section. Next,
all of the individual complex voltages should be added vectorially, producing the overall induced voltage.
Doing this for both the shielded and unshielded voltages will provide a reference to the actual quality of
shielding when compared to actual voltage measurements.

(24)

where

 

q

 

1

 

 is assumed to be 0.
All current phase angles referenced to 

 

q

 

1.

 

is the total induced voltage in section 1

is the total induced voltage in section 2

is the total induced voltage in section 3

is the other section(s) total induced voltage

is the total vectorial sum of adjacent sections

Recording the interfering current, mutual impedance, shield factor, and induced voltages on the exposure
diagram produces an easily interpreted documentation of the cause-and-effect relationship between the two
systems. This information will allow easy analysis of the overall result and the dominant components that
produce it. This technique allows for the prediction of induced voltage regardless of the geometric conÞgura-
tion considered, independent of the tolerable threshold at the interface.

 

4.3.4 Longitudinal currents on the telecommunications cable

 

Using the center-of-exposure concept, the longitudinal current produced in each uniform exposure section
can be predicted (see table A11).

(25)

where
 is the longitudinal current per section
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27



IEEE
Std 776-1992 IEEE RECOMMENDED PRACTICE FOR INDUCTIVE
   

Z

 

l

 

is the longitudinal impedance

 

R

 

l

 

is the total loop resistance

 

C

 

is the capacitance in farads (about twice the mutual capacitance)

 

f

 

is the frequency
is the shielded voltage in a section

 

l

 

is the length of facility

is the distance from the center of exposure to grounded end

This prediction is done by assuming the center of each section is the center of the exposure and using the end
of the loop for the length. Each of the longitudinal current sections may then be summed together for the
total longitudinal current:

(26)

where

is the longitudinal current from section 1

is the longitudinal current from section 2

is the longitudinal current from section s

is the total of longitudinal current

The center-of-exposure concept is limited by the wavelength of the propagating current. The accuracy
diminishes as the product of the length of the facility and 

 

g

 

 (propagation constant) approaches 0.5. This is
referred to as the electrically short constraint (esc).

(27)

where
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is the loop length in kft
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4.3.5 Noise Predictions

 

Longitudinal and metallic noise may be predicted on telecommunications facilities by one of several tech-
niques. The most rigorous method requires the determination of current at each frequency on the power sys-
tem. The resulting induced voltage is then predicted by frequency. Each individual voltage is then reduced
by the C-message weighting factor in table 3. The individual frequency components are then converted to
dBrn and summed with the harmonic power sum shown in 4.2.2.

A simpler but less accurate method assumes the noise to have the same frequency distribution as found in the
survey described in 4.2.7. The predicted 60 Hz induced voltage is then reduced by the Òquick distribution
sum comparison for dB downÓ values of 4.2.7 to obtain the estimated C-message noise.

Noise metallic is predicted from the longitudinal noise by subtracting the longitudinal balance of the tele-
communications facility in dBC from the longitudinal noise level in dBrnC. This produces a metallic noise
level in dBrnC as shown in 4.2.2.

 

5. Coordination within the inductive environment

 

5.1 General Coordination Methods

 

General Coordination Methods determine the inductive environment and the ability to tolerate the environ-
ment. These methods are those that are readily available for general application to power or telecommunica-
tion systems. They are commonly a part of the system or component design. Each organization should apply
these methods to its system.

 

5.1.1 

 

The general methods are applied in the normal design, construction, operation, and maintenance of the plant.
This will provide for the operation of both systems within the acceptable environment interface. Costs are
borne by each company individually.

 

5.1.2 

 

General Coordination Methods fall into two categories; those applicable to telecommunication systems, and
those applicable to power systems.

 

5.1.2.1 Telecommunications systems

 

a)

 

Longitudinal balance.

 

 These circuits should be designed, built, and maintained to minimize the
unbalance of series impedance and admittance-to-earth of the two sides of the circuit. Use of earth as
part of the circuit should be avoided if practical.

b)
 

Susceptiveness.
 

 These circuits should be designed, built, and maintained to minimize malfunctions
that may result from the inßuence of power lines.

c)

 

Shielding.

 

 Cable shields should be designed, built, and maintained to ensure shielding effectiveness.
Adequate shield grounds should be provided.

d)

 

Conductor conÞguration.

 

 Closely spaced twisted pairs should be used to minimize differences in
induced voltages of each side of the circuit.

e)

 

Protection.

 

 Circuit protection should be designed, built, and maintained to avoid excessive interrup-
tions, interference, or damage caused by power-line inßuence.
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5.1.2.2 Power systems

 

a)

 

Residual current.

 

 Power circuits and associated apparatus should be designed, built, and maintained
to minimize residual currents. Use of earth as part of the circuit should be limited to that caused by
grounding of neutral conductors, if practical.

b)

 

Harmonics.

 

 Transformers and other apparatus should be designed to minimize harmonic generation
on the power system. Overvoltages should be limited to avoid excessive saturation of the transform-
ers and resulting distortion of the current wave shape.

c)

 

Shielding.

 

 Overhead ground wires, if used, should be designed, built, and maintained to ensure their
shielding characteristics.

d)

 

Conductor conÞguration.

 

 Conductor conÞgurations should be designed, built, and maintained to
minimize inductive inßuence. For example, use of close spacing, transpositions, and cables contrib-
ute to reducing inßuence.

e)

 

Protection.

 

 Protection and switching apparatus should be built and maintained to minimize transient
disturbances and fault clearing times. To reduce susceptibility, protection control circuits should not
use earth as part of the circuit.

f)

 

Harmonic producing loads.

 

 SCR and other harmonic producing systems, apparatus and equipment
used by customers should be discussed with them for possible interference before the harmonic-pro-
ducing apparatuses are connected to the power system.

g)

 

Load balance.

 

 The power system should be designed, built, and maintained in such a way as to min-
imize current unbalances in the phase conductors.

 

5.2 SpeciÞc coordination methods

 

SpeciÞc coordination methods are those that are applied to speciÞc situations where General Coordination
Methods have been applied and found to be inadequate. This would be the case when the tolerable environ-
ment has been exceeded on the environment interface. Methods based on the principle of least total cost
should be determined jointly. The latest case study for each inductive exposure situation requiring joint
determination of the best engineering solution should be documented and Þled in the event that unsatisfac-
tory conditions develop or further additions or changes are necessary.

 

5.2.1 Allocation of costs

 

NotiÞcation and acceptance of costs associated with speciÞc methods should be arranged prior to starting
construction or making changes in construction or operating conditions of facilities involved, or likely to be
involved, in an inductive exposure. Arrangements should include cost allocations for future work when
incurred and speciÞcally determined to be a part of the best engineering solution in a particular situation. In
emergency mitigation of hazardous or severely degraded service conditions, the notice and acceptance of
costs should be made as soon as practical after work has started.

The costs to be allocated are net costs, excluding all items of plant improvement and increased facility
capacity. Both direct and indirect charges should be computed on a uniform and mutually acceptable basis.

 5.2.2 SpeciÞc Type A methods  

These methods are applied to the most practical extent in conjunction with the general coordination practices
to mitigate speciÞc problems. Costs are borne by the company using the method in its plant.

 

5.2.2.1 Telecommunications systems

 

a)

 

Shielding.

 

 Maintaining cable sheath continuity.
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b)

 

Grounding.

 

 Installing and maintaining adequate cable sheath grounding to maximize shielding
effectiveness.

 

5.2.2.2 Power systems

 

a)

 

Shielding.

 

 The continuity and adequate sizing of all neutrals, aerial and buried, and overhead ground
conductors should be maintained.

b)

 

Harmonic generation.

 

 Resonant shunts and Þlters should be applied to loads that contribute signiÞ-
cantly to harmonic generation within the power system. This action may require contractual arrange-
ments with the customer.

c)

 

Load balance.

 

 Redistribute loads to minimize unbalance.

 

5.2.3 SpeciÞc Type B methods

 

These should be applied in conjunction with the General and Type A methods to mitigate speciÞc problems
as considered essential.

 

5.2.3.1 Telecommunications

 

a)

 

Special devices.

 

 Applying special devices such as ringer isolators, neutralizing transformers, isola-
tion transformers, longitudinal chokes, drainage coils, and special protective devices (e.g., gas tubes)
should be considered, if necessary, for coordination only.

b)

 

Supplementary shielding

 

. Applying tape armor on cables, iron conduit, and supplementary shield
wires for additional shielding should be considered.

c)

 

Component replacement.

 

 Replacing circuit components that are unbalanced or susceptible with
those designed to operate in a higher longitudinal environment should be considered. These items
include improved CO relays, repeat coil coupling in place of capacitor coupling, and improved
bridge lifters (inductors).

d)

 

Relocation.

 

 Relocating or rerouting facilities to reduce exposure should be considered.
e)

 

Special systems.

 

 Using special systems that have a lower susceptibility to inductive exposures should
be considered, e.g., a carrier system, radio, or Þber optics, instead of a wire-line facility.

f)

 

Replacement. 

 

Replace open wire with shielded cable.

 

5.2.3.2 Power systems

 

a)

 

Special Devices

 

. Special devices, such as booster transformers, phase-reversal transformers, reso-
nant shunts, Þlters, and special protection should be considered to limit fault current and time dura-
tion if necessary for coordination only.

b)

 

Supplemental Shielding.

 

 Larger sizes or additional neutral and overhead ground conductors should
be considered for additional shielding.

c)

 

Transformers.

 

 Replacing transformers that generate high levels of harmonic currents and connecting
transformers phase to phase rather than phase-to-ground should be considered.

d)

 

Harmonic Propagation. 

 

Relocating or ÒßoatingÓ power-factor correction capacitors or adding a neu-
tral reactor to limit propagation of harmonics along power lines should be considered.

e)
 

Relocation.
 

 Relocation or rerouting of facilities to reduce inductive exposures should be considered.
f)

 

Special systems. 

 

Special systems that have less inductive inßuence should be considered. These
could be cable in pipe, concentric neutral cable, or a higher voltage system.

g)

 

Three phase.

 

 Run second and third phases to reduce 60 Hz induction.
31



IEEE
Std 776-1992 IEEE RECOMMENDED PRACTICE FOR INDUCTIVE
   

6. Administrative methods and procedures

 

This section of the recommended practice will address administrative procedures:

a) For the coordination of normal operations
b) To be followed when telecommunications service has been degraded or interrupted due to an electri-

cal environment in excess of the acceptable threshold at the interface

 

6.1 Intercompany meetings and contacts

 

This recommended practice suggests that various power and telecommunications companies in a geographic
area meet periodically to identify speciÞc administrative methods that would apply universally regardless of
the power and telecommunication companies involved, thus simplifying coordination in a given geographic
area. A single point of contact (SPC) within each company should be identiÞed. The names, titles, telephone
numbers, and addresses of the SPCs should be updated periodically and distributed to the respective compa-
nies. This procedure will aid in the routine and timely handling of facility construction and rearrangement
coordination efforts or the mitigation of a speciÞc service problem. The meetings may also include the shar-
ing of technical information and case histories of speciÞc mitigation cases that will beneÞt the companies
collectively.

The allocation of costs for speciÞc mitigation methods may also be resolved as suggested in 5.2.1 at this
time.

 

6.1.1 Normal routine coordination and planning

 

This recommended practice suggests that the telecommunications company provide the power company
with a route map of telecommunications facilities labeling the facilities by the suggested classiÞcation sys-
tem in 4.1.3. The power company would then superimpose their facilities on this map. The classiÞcation sys-
tem would set acceptable threshold limits in various routes. If possible conßicts are identiÞed,
representatives of the companies should meet to resolve these conßicts through normal long-range coordi-
nated planning. This coordination may include the agreement to use separate corridors or routes for heavy
usage facilities to reduce coupling.

Duplicate copies of route maps should be maintained by both companies and updated as facilities are added
or changed. Intercompany-coordinated long-range planning can preclude expensive and complicated mitiga-
tion.

Each company should initiate normal maintenance procedures to ensure that its respective facilities meet
General Coordination Methods, and each company should monitor its system performance for compliance.
The telecommunications company should ensure that the susceptiveness of its facilities will be at a level to
provide service within the acceptable environmental thresholds. The power company should ensure that the
inßuence produced by its system operation will maintain an electrical environment consistent with the
acceptable environmental thresholds.

This recommended practice suggests that power company customers be held accountable for any excessive
distortion or interference produced by their load, including the identiÞcation, control, and mitigation of any
load-produced distortion or interference. Cogeneration customers are included in these suggestions. To
ensure customer compliance, statements to this effect may be placed in conditions of service, power sales
contracts, and other documents regulating power service operating conditions.

 

6.2  Mitigation of speciÞc interference cases

 

This recommended practice suggests that when interference is identiÞed, the following steps should be
followed:

a) The company identifying the interference should
1) Characterize the interference in the frequency domain on the environmental interface
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2) DeÞne the beginning and ending of the exposure of the telecommunications plant to the electric
supply line

3) Document compliance with susceptibility to normal environmental thresholds
4) Document correlation between the environmental interface voltage levels and interference

b) NotiÞcation of the SPC with the company causing the interference would be made by the affected
company SPC. The notiÞcation would include documentation of the information in (a).

c) The SPCs should decide
1) Which tests are to be conducted to determine the cause of the abnormal condition
2) When tests will be made
3) Who will furnish any required testing apparatus
4) When a meeting will be held to determine the best engineering solution. Joint tests are prefera-

ble, even if one company representative serves only as an observer

d) The meeting, after the Þeld tests, should determine
1) If additional tests are required [refer to (c)]
2) If the source of the problem has been identiÞed, and if so, can the problem be corrected by Gen-

eral Coordination Methods or must a speciÞc coordination method be incorporated as the best
engineering solution? SpeciÞc coordination methods and mitigation devices are detailed in
IEEE Std 1137-1991.

3) The timeliness of the measure for the solution. Sometimes an interim measure should be
employed to restore service until the best engineering solution is implemented.

No speciÞc coordination method will be considered to be the best engineering solution if the respective sys-
tems are not being operated by General Coordination Methods.

 

6.2.1 Joint probe-wire test

 

When the best engineering solution has been implemented, a joint probe-wire test should be made to ensure
compliance with the environmental threshold. If speciÞc methods are employed on the telecommunications
system, a mutual and satisfactory agreement should be made among all parties in respect to joint testing and
mitigation methods so that adequate service restoration meets the expected standards. Documentation of
tests and agreements should be included in a written report and distributed to all interested parties for future
reference.
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Annexes    

(These informative annexes are not a part of IEEE Std 776-1992, IEEE Recommended Practice for Inductive Coordination of Electric
Supply and Communication Lines, but are included for information only.) 

Annex A
Example calculations

(informative) 

A.1 Prediction calculations

This section of the recommended practice demonstrates how to predict voltages on the probe-wire interface
produced by current on a distribution line and on a transmission line. The prediction of voltages and currents
on the telephone cable based on the voltages on the probe wire is also presented. An example demonstrating
the cause and effect for mitigation is illustrated. The exposure diagram for examples 1, 3, and 4 is shown in
Þgure A1. 

Figure A1ÑExposure diagram for examples 1, 3, and 4

A.1.1 Example 1

The Þrst example demonstrates how to predict the voltage on the probe-wire interface given the amplitude
and phase angle of the line current on the three phase conductors of a distribution line (see table A1). In
addition to the line current, values are given for the soil resistivity (100 Wá m); the height of the distribution
power line (33 ft [10 m] geometric mean); the height of the probe wire (0 ft); the horizontal distance to the
35
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probe wire (37.56 ft [11.45 m]); and the buried cable depth (Ð2 ft [0.61 m]). (This geometric conÞguration is
equivalent to 50 (15.25 m) radial ft to the geometric mean of distribution-line conductors.)

Using equation 15, the example provides the values for frequencies between 60 Hz and 1020 Hz.

Table A1ÑExample 1
Current on three-phase distribution line

f
(Hz)

Phase A
(A)

Phase B
(A)

Phase C
(A)

60 15.1100 Ð 0 19.0900 Ð 159 29.9600 Ð 52

120 0.0549 Ð 0 0.0245 Ð 148 0.0955 Ð 123

180 0.7079 Ð 0 0.7943 Ð 33 0.6166 Ð 31

 240 0.0358 Ð 0 0.0086 Ð 118 0.0518 Ð Ð169

 300 0.6309 Ð 0 0.8317 Ð Ð67 1.2020 Ð 62

360 0.0097 Ð 0 0.0057 Ð 138 0.0206 Ð 79

420 0.2660  Ð 0 0.3589 Ð 171 0.3846 Ð 43

480 0.0064 Ð 0 0.0041 Ð Ð138 0.0197 Ð Ð11

540 0.1000 Ð 0 0.0699 Ð Ð199 0.1303 Ð 153

 600 0.0031 Ð 0 0.0031 Ð Ð189 0.0100 Ð 152

660 0.0305 Ð0 0.0141  Ð 47 0.0371 Ð 174

 720 0.0053 Ð0 0.0076 Ð Ð153 0.0139 Ð 128

 780 0.0162 Ð0 0.0086 Ð Ð21 0.0363 Ð Ð144

 840 0.0031 Ð0 0.0031 Ð 182 0.0100 Ð 87

900 0.0042 Ð0 0.0130 Ð 191 0.0141 Ð Ð141

 960 0.0032 Ð0 0.0081 Ð 118 0.0130 Ð Ð158

1020 0.0128 Ð0 0.0213 Ð Ð103 0.0295 Ð 11

NOTEÑThese are actual measurements referenced to phase A. After the measurements were taken, a capacitor was 
found located on a single phase tap.
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Table A2 provides the sum of complex current from table A1.

Table A2ÑExample 1
Zero sequence current, neutral current, and calculated interfering current

from a distribution line

f
(Hz)

Zero sequence
current *

(A)

Measured neutral 
current*

(A)

Interfering
current

(A)

60     34.3 Ð 62.5    10.9 Ð 242.5  23.38 Ð 62.5

120 0.0931 Ð 100.88 0.0334 Ð Ð79.12 0.0597 Ð 100.88

180 2.0450 Ð 21.57 0.7586 Ð 201.50  1.294 Ð 21.57

240 0.0192 Ð Ð173.16 0.0073 Ð 6.84 0.0119 Ð Ð173.16

300 1.5470 Ð 11.10 0.5076 Ð 191.10   1.040 Ð 11.1

360 0.0258 Ð 68.60 0.0107 Ð 242.60  0.0151 Ð 68.6

420 0.3726 Ð 58.51 0.1318 Ð 238.50 0.2408 Ð 58.51

480 0.0236 Ð Ð15.99 0.0091 Ð 164.00 0.0145 Ð Ð15.99

540 0.1160 Ð 135.10 0.0380  Ð 315.10    0.07 Ð 135.1

600 0.0102 Ð 149.49 0.0031 Ð 329.49 0.0071 Ð 149.49

660 0.0146 Ð 77.22 0.0031 Ð Ð102.78  0.0115 Ð 77.22

720 0.0125 Ð 143.20 0.0038 Ð 323.20  0.0087 Ð 143.20

780 0.0250 Ð Ð101.88 0.0058 Ð 281.88 0.0192 Ð Ð101.88

840 0.0100 Ð 86.96 0.0031 Ð Ð93.04 0.0069 Ð 86.96

900 0.0226 Ð Ð149.80 0.0082 Ð 30.20  0.0144 Ð Ð149.8

 960 0.0129 Ð 169.80 0.0038 Ð 349.80  0.0091 Ð 169.8

1020 0.0400 Ð Ð22.3 0.0133  Ð 157.70 0.0267 Ð Ð22.3

* The neutral current is 180¡ out of phase with zero sequence current.
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Table A3 provides the mutual impedance calculated using the mutual impedance algorithm found in IEEE
Std 367-1987 between the probe-wire interface and the geometric mean of the distribution power line. The
voltage on the probe wire is computed using equation 10 by taking the product of the complex interfering
current and the mutual impedance. The sf is taken to be 1 for the probe wire. 

The telecommunications facility is designated Type B, Zone 2, and customer access c.
Fault conditions on the probe wire:
fault current=1000 A
duration = 1.33 s
V = 1000 á 0.009 = 9 V on probe wire 

Table A3ÑExample 1
Mutual impedance and calculated voltage

 on probe-wire interface

f Interfering
current

(A)

Mutual
impedance

Probe-
wire

voltage

Table 2 voltage
> 3 harm            < = 3 harm
Zone 2                    Zone 2

Calculated
equivalent
> 3 harm 

interfering
(Hz) (W) (V) (V) (V)

60   23.38 Ð 62.5 0.0094 Ð 79 0.220 > 0.100 > 0.100 10.6383

120 0.0597 Ð 100.88 0.017 Ð 78 0.001 < 0.015 < 0.0250 0.882 353

180   1.294 Ð 21.57 0.025 Ð 78 0.032 > 0.0051 > 0.0111 0.204

240 0.0119 Ð Ð173.16 0.032 Ð 77 0.0004 < 0.0024 < 0.006 25 0.075

300   1.040 Ð 11.1 0.038 Ð 77 0.040 >  0.0013 < 0.004 00 0.034 211

360  0.0151 Ð 68.6 0.045 Ð 76 0.0007 < 0.000 79 < 0.002 78 0.017 556

420 0.2408 Ð 58.51 0.051 Ð 76 0.0123 > 0.000 52 > 0.002 04 0.010 196

480 0.0145 Ð Ð15.99 0.057 Ð 76 0.0008 > 0.000 36 <  0.001 56 0.006 316

540     0.07 Ð 135.1 0.063 Ð 76 0.0044 > 0.000 27 > 0.001 23 0.004 286

600 0.0071 Ð 149.49 0.069 Ð 75 0.0005 > 0.000 20 < 0.001 00 0.002 899

660  0.0115 Ð 77.22 0.075  Ð 75 0.0009 > 0.000 15 < 0.000 826 0.002 

720  0.0087 Ð 143.20 0.080 Ð 75 0.0007 > 0.000 12 > 0.000 694 0.0015

780 0.0192 Ð Ð101.88 0.086 Ð 75 0.0017 >  0.000 098 > 0.000 592 0.001 14

840 0.0069 Ð 86.96 0.091 Ð 75 0.0006 >  0.000 080 > 0.000 510 0.000 879

900  0.0144 Ð Ð149.8 0.097 Ð 75 0.0043 >  0.000 067 > 0.000 444 0.000 691

960  0.0091 Ð 169.8 0.102 Ð 74 0.0009 >  0.000 056 > 0.000 391 0.000 549

1020 0.0267 Ð Ð22.3 0.107 Ð 74 0.0029 >  0.000 048 < 0.000 346 0.000 449
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First, a comparison is made in table A3 between the voltage on the probe wire and the values in table 2 in
order to determine if the environmental threshold is exceeded. Second, a comparison between the predicted
voltage on a probe wire and the energy dissipation from table 1 is made to determine the acceptability of the
resulting environment. 

a) The 60 Hz component (0.2105 V) is above the Zone 2 acceptable threshold (0.100 V) for safety and
circuit degradation in table 1.

b) Circuit degradation exceeds the acceptable threshold on most of the frequency components, as
shown in table A3. This assumes a 50 kft uniform exposure.

A.1.2 Example 2

The second example predicts probe-wire interface voltages from a transmission line.

Assume

100 A Ð 0¡ on Phase A
95 A Ð 120¡ on Phase B
105 A Ð Ð120¡ on Phase C

nÐ1.7 is the harmonic distribution
sf is equal to 1

even harmonics are assumed to be 20 dB below nÐ1.7   

 Figure A2ÑConÞguration of transmission line and probe wire
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Table A4ÑExample 2
Mutual impedance, phase A current, and predicted probe-wire voltage

 from phase A on a transmission line

Harmonic Mutual 
impedance

Power line
current Probe wire

n f
(Hz) (W) (A)

Voltage
(V)

Polar

Voltage
 (V)

Rectangular

1 60 0.008 Ð 78 100.00 Ð 0    0.8000 Ð 78 0.1663+j0.7825

2 120 0.015 Ð 77 3.10 Ð 0    0.0465 Ð 77 0.0105+j0.0453

3 180 0.021 Ð 76 15.40 Ð 0 0.3240 Ð 76 0.0784+j0.3144

4 240 0.027 Ð 75 0.95 Ð 0 0.0257 Ð 75 0.0067+j0.0248

5 300 0.033 Ð 75 6.50 Ð 0 0.2145 Ð 75 0.0555+j0.2072

 6 360 0.038 Ð 74 0.48 Ð 0 0.0182 Ð 74 0.0050+j0.0175

 7 420 0.043 Ð 74 3.70 Ð 0 0.1591 Ð 74 0.0439+j0.1529

8 480 0.048 Ð 74 0.29 Ð 0 0.0139 Ð 74 0.0038+j0.0134

9 540 0.053 Ð 73 2.40 Ð 0 0.1272 Ð 73 0.0372+j0.1216

10 600 0.058 Ð 73 0.20 Ð 0 0.0116 Ð 73 0.0034+j0.0111

11 660 0.063 Ð 73 1.70 Ð 0 0.1071 Ð 73 0.0313+j0.1024

12 720 0.067 Ð 73 0.15 Ð 0 0.0101 Ð 73  0.0030+j0.0097

 13 780 0.072 Ð 72 1.30 Ð 0 0.0936 Ð 72 0.0289+j0.0890

14 840 0.076 Ð 72 0.11 Ð 0 0.0084 Ð 72 0.0026+j0.0080

15 900 0.08 Ð 72 1.00 Ð 0 0.0810 Ð 72 0.0250+j0.0770

16 960 0.085 Ð 72 0.09 Ð 0 0.0077 Ð 72 0.0024+j0.0073

17 1020 0.089 Ð 72 0.80 Ð 0 0.0712 Ð 72 0.0220+j0.0677
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Table A5ÑExample 2
Mutual impedance, Phase B current, and predicted probe-wire voltage

 from Phase B on a transmission line

Harmonic Mutual
impedance

Power line
current Probe wire

n f
(Hz) (W) (A)

Voltage
(V)

Polar

Voltage
 (V)

Rectangular

1 60 0.008  Ð 77 95.00 Ð120 0.7600 Ð 197  Ð0.7268Ðj0.2222

2 120 0.015 Ð 76 2.90 Ð 240 0.0435 Ð 316 0.0313Ðj0.0302

3 180 0.021 Ð 75 14.20 Ð 360 0.2982 Ð 435 0.0772+j0.2880

4 240 0.026 Ð 75 0.90 Ð 480 0.0234 Ð 555 Ð0.0226Ðj0.0061

5 300 0.031 Ð 74 6.20 Ð 600 0.1922 Ð 674 0.1335Ðj0.1383

6 360 0.037 Ð 74 0.48 Ð 720 0.0178 Ð 794 0.0049+j0.0171

7 420 0.042 Ð 73 3.50 Ð 840 0.1470 Ð 913 Ð0.1432Ðj0.0331

8 480 0.047 Ð 73 0.26 Ð 960 0.0129 Ð 1033 0.0088Ðj0.0094

 9 540 0.051 Ð 73 2.30 Ð 1080 0.1173 Ð 1153 0.0343+j0.1122

10 600 0.056 Ð 72 0.19 Ð 1200 0.0106 Ð 1272 Ð0.0104Ðj0.0022

11 660 0.06 Ð 72 1.60 Ð 1320 0.0960 Ð 1392 0.0642Ðj0.0713

12 720 0.065 Ð 72 0.10 Ð 1440 0.0064 Ð 1512 0.0020+j0.0061

13 780 0.069 Ð 71 1.20 Ð 1560 0.0826 Ð 1631 Ð0.0811Ðj0.0158

14 840 0.073 Ð 71 0.10 Ð 1680 0.0073 Ð 1751 0.0048Ðj0.0055

15 900 0.077 Ð 71 0.90 Ð 1800 0.0693 Ð 1871 0.0226+j0.0655

16 960 0.081 Ð 71 0.08 Ð 1920 0.0070 Ð 1991 Ð0.0069Ðj0.0013

 17 1020 0.085 Ð 71 0.80 Ð 2040 0.0680 Ð 2111 0.0446Ðj0.0513
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Table A6ÑExample 2
Mutual impedance, phase C current, and predicted probe-wire voltage

from phase C on a transmission line

Harmonic Mutual
impedance

Power line
current Probe wire

n f
(Hz) (W) (A)

Voltage
(V)

Polar

Voltage
 (V)

Rectangular

1 60 0.009 Ð 78 105.00 Ð Ð120 0.9450 ÐÐ42 0.7023Ðj0.6323

2 120 0.015 Ð 77 3.20 Ð Ð240 0.0480 Ð Ð163 Ð0.0459Ðj0.0140

3 180 0.022 Ð 76 15.70 Ð Ð360 0.3454 Ð Ð284 0.0836+j0.3351

4 240 0.028 Ð 76 1.0 Ð Ð480 0.0280 Ð Ð404 Ð0.0201Ðj0.0195

5 300 0.034 Ð 75 6.8 Ð Ð600 0.2312 Ð Ð525 Ð0.2233Ðj0.0598

6 360 0.039 Ð 75 0.50 Ð Ð720 0.0195 Ð Ð645 0.0050+j0.0188

7 420 0.045 Ð 74 3.90 Ð Ð840 0.1755 Ð Ð766 0.1219Ðj0.1262

8 480 0.05 Ð 74 0.31  Ð Ð960 0.0155 Ð 886 Ð0.0150Ðj0.0037

9 540 0.055 Ð 74 2.50 Ð Ð1080 0.1375 Ð Ð1006 0.0379+j0.1322

10 600 0.06 Ð 73 0.21 Ð Ð1200 0.0126 Ð Ð1127 0.0086Ðj0.0092

11 660 0.065 Ð 73 1.9 Ð Ð1320 0.1170 Ð Ð1247 Ð0.1140Ðj0.0263

12 720 0.07 Ð 73 0.20 Ð Ð1440 0.0410  Ð Ð1367 0.0120+j0.0392

13 780 0.074 Ð 73 1.40 Ð Ð1560 0.1036 Ð Ð1487 0.0707Ðj0.0758

14 840 0.079 Ð 72 0.10 Ð Ð1680 0.0095 Ð Ð1608 Ð0.0093Ðj0.0020

15 900 0.083 Ð 72 1.00 Ð Ð1800 0.0830 Ð Ð1728 0.0256+j0.0789

16 960 0.088 Ð 72 0.0 Ð Ð1920 0.0084 Ð Ð1848 0.0056Ðj0.0062

17 1020 0.092 Ð 72 0.85 Ð Ð2040 0.0782 Ð Ð1968 Ð0.0765Ðj0.0163
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After the complex voltages have been determined on the probe wire from each phase on the power system,
the voltages for all frequencies must be summed vectorially using equation 21, as follows for 60 Hz.

The voltage sums included in table A7 also exceed the acceptable environmental threshold set in table 2, also
included in Table A7.

Summation example

Phase A = 0.1663   + j0.7825 V at 60 Hz
Phase B = Ð0.7268 Ð j0.2222 V at 60 Hz
Phase C = 0.7023   Ð j0.6323 V at 60 Hz

       Total = 0.1418 Ð j0.0720 V at 60 Hz
                         = 0.1590 V Ð Ð26.92° 

Table A7ÑExample 2
Sum of probe-wire voltages from table A4, table A5, and table A6

compared to table 2 voltages

Harmonics Voltage sum > 3 harmonics
on probe wire Table 2 voltage

n f
(Hz)

Rectangular
(V)

Polar
(V)

Zone 2 
(V)

Zone 1
(V)

1 60 0.141 81Ðj0.0720 0.1590 Ð 26.92 > 0.100 < 0.333 

2 120 Ð0.00 415+j0.0011 0.0043 Ð 165.15 < 0.015 < 0.051 

3 180 0.239 12+j0.9376 0.9676 Ð 75.69 > 0.0051 > 0.017

4 240 0.004 19Ðj0.0007 0.0042 Ð Ð9.25 > 0.0024 > 0.0079

5 300 Ð0.034 29+j0.0091 0.0355 Ð 165.14 > 0.0013 > 0.0043

6 360 0.014 97+j0.0534 0.0555 Ð 74.35 > 0.00079 > 0.0026

7 420 0.022 53Ðj0.0064 0.0234 Ð Ð15.80 > 0.00052 > 0.0017

8  480 Ð0.00241+j0.0002 0.0024 Ð 175.24 > 0.000 36   > 0.0012

9 540 0.10939+j0.3660 0.3820 Ð 73.36 > 0.000 27   > 0.000 88

10 600 0.00162Ðj0.0003 0.0016 Ð Ð11.40 > 0.000 20   > 0.000 66

11 660 Ð0.01845+j0.0048 0.0191 Ð 165.54 > 0.000 15   > 0.000 51

12 720 0.01692+j0.0550 0.0575 Ð 72.89 > 0.000 12 > 0.000 41

13 780 0.01850Ðj0.0025 0.0187 Ð Ð7.73 > 0.000 098 > 0.000 33

14 840 Ð0.00191+j0.0005 0.0020 Ð165.19 > 0.000 084 > 0.000 27

 15 900 0.07324+j0.2215 0.2333 Ð 71.70 > 0.000 067 > 0.000 22

16 960 0.00113Ðj0.0003 0.0012 Ð Ð12.73 > 0.000 057 > 0.000 19

 17 1020 Ð0.00988+j0.0001 0.0099 Ð 179.21 > 0.000 048 > 0.000 16
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A.1.3 Example 3

The third example predicts induced voltages and noise on a telecommunication cable from probe-wire mea-
surements in dBrn. Phase angles are omitted because they are not normally measured. Therefore, the phase
angle of the interfering current is not used in this example. The exposure diagram used is shown in Þgure A1.
The same mutual impedances for the probe wire calculated in example 1 are used for example 3.

To convert from dBrn to volts use the following:

Table A8ÑExample 3
dBrn and voltage levels on a probe wire, 
mutual impedance between probe wire 

and imaginary power-line conductor at geometric mean of power line,
and the interfering current on the imaginary conductor

f Probe wire levels Mutual
impedance

Interfering
current

(Hz) (dBrn) (V) (W) (A)

 60 59   0.0218 0.009 2.4

120 32 0.001 00 0.017 0.058

180 65 0.044 00 0.025 1.76

240 26 0.000 48 0.032 0.015

300 59 0.021 80 0.038 0.573

360 35 0.001 40 0.045 0.031

420 61 0.027 00 0.051 0.529

480 32 0.001 00 0.057 0.0175

540 63 0.035 00 0.063 0.556

600 27 0.000 50 0.069 0.0072

 660 41 0.002 70 0.075 0.036

 720 11 0.000 09 0.080 0.0011

 780 27 0.000 55 0.086 0.0064

 840 14 0.000 12 0.091 0.0013

 900 33 0.001 00 0.097 0.0103

960 19 0.000 20 0.102 0.002

1020 22 0.000 30 0.107 0.0028 

v 10

dBrn
20

-------------

è ø
ç ÷
æ ö

24.5 10 6Ð´´=
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To calculate interfering current, divide the voltage on the probe wire by the calculated mutual impedance
between the probe wire and the imaginary conductor at the geometric mean of the power-line conductors.

Coupling between telecommunications cable and power line:

Section 1 Section 2

H1 = 33 ft (10.06 m) H1 = 33 ft (10.06 m)

H2 = Ð2 ft (Ð0.61 m) H2 = Ð2 ft (Ð0.61 m)

X12 = 55 ft (16.76 m) X12 = 4 ft (1.22 m)

r = 100 Wá m r = 100 Wá m

length = 5.28 kft
 (1609 m)

length = 5.28 kft
(1609 m)
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Notice how the increase in separation in section 1 caused the mutual impedance between the telecommuni-
cation cable and the power line in section 1 to be less than the mutual impedance in section 2.

Table A9ÑExample 3
Mutual impedances from the exposure diagram in Þgure A1

f Section 1
Mutual impedance

Section 2
Mutual impedance

Sums
Mutual impedance

(Hz) (W) (W) (W)

60 0.466  Ð 78 0.531 Ð 79 1.4630 Ð 79

120 0.850 Ð 77 0.997 Ð 79 1.8466 Ð 78

180 1.204 Ð 77 1.423 Ð 79 2.6273 Ð 78

240 1.539 Ð 76 1.830 Ð 78 3.3687 Ð 77 

300 1.859 Ð 76 2.223 Ð 78 4.0810 Ð 77

 360 2.168 Ð 75 2.604 Ð 78 4.7702 Ð 77

420 2.467Ð 75 2.975 Ð 77 5.4404 Ð 76

480 2.758 Ð 75 3.338 Ð 77 6.0943 Ð 76

540 3.042 Ð 74 3.694 Ð 77 6.7340 Ð 76

600 3.320 Ð 74 4.043 Ð 77 7.3611 Ð 76

 660 3.592 Ð 74 4.387Ð 77 7.9769 Ð 75

720 3.859 Ð 74 4.726 Ð 77 8.5826 Ð 75

780 4.122 Ð 73 5.060 Ð 76 9.1789 Ð 75

840 4.380 Ð 73 5.390 Ð 76 9.7666 Ð 75

900 4.635 Ð 73 5.716 Ð 76 10.3463 Ð 75

960 4.885  Ð 73 6.038 Ð 76 10.9186 Ð 75

1020 5.132 Ð 73 6.356 Ð 76 11.4840 Ð 74
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The power sum of the C-message weighted noise-to-ground is commonly referred to as power inßuence
(PI).

PI = 89.4 dBrnC

With a longitudinal balance of 60 dBC, the circuit noise would be equal to

89.4 dBrnC Ð 60 dBC = 29.4 dBrnC

This example produces values that are just below the thresholds listed in IEEE Std 820-1984 as not recom-
mended:

PI > 90 dBrnC

circuit noise > 30 dBrnC

This condition results from only a 2 mi (3.22 km) exposure, which is two-thirds of Zone 1 and one-Þfth of
Zone 2 in length.

Table A10ÑExample 3
Predicted voltage and C-message noise-to-ground

 on a telecommunications cable

f Unshielded
voltage

Noise-to-
Ground Shield 

factor*

Shielded 
voltage Noise-to-ground

(Hz) (V) (dBrn) (V) (dBrn) (dBrnC)

60 2.2390 100 0.91 2.0370 98.4 42.7

120 0.1041 73  0.81 0.0843 70.7 35.3

180 4.6530 106 0.70 3.2570 102.4 72.8

240 0.0523  67  0.61 0.0319 62.3 41.9

300 2.3340 100 0.53 1.2370 94.1 77.6

360 0.1473 76 0.47 0.0692 69.0 55.9

420 2.9400 102 0.42 1.2350 94.0 81.8

 480 0.1043 73 0.38  0.0396  64.2 56.2

 540 3.7020 104 0.34 1.2590 94.2 88.0

 600 0.0586 68 0.31 0.0184 57.4 52.9

660 0.2942 82 0.29 0.0853 70.8 67.5

 720 0.0093 52 0.27 0.0025 40.2 37.9

780 0.0587 68 0.25 0.0147 55.5 54.2

 840 0.0131 55 0.23 0.0030 41.8 41.0

 900 0.1172 74 0.22 0.0258 60.4 60.1

 960 0.0234 60 0.20 0.0047 45.6 45.4

1020 0.0330 63 0.19 0.0063 48.2 48.2

* Equation 12 may be used to calculate shield factor. 
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The prediction of longitudinal current may be done using equation 25 as follows: 

The following are the values used to evaluate Zl:

 = 18.84 kft (5742 m)
     l  = 27.12 kft (8266 m)
     Rl  = 32.8 W/kft (0.1076 W/m)
    Cl = 0.166 mF/mi = 0.0314  mF/kft (10 310Ð6 mF/m)

Because the currents are at different frequencies and no knowledge of coherence is available, a root-sum-
square (RSS) is taken for an approximate total longitudinal current.

current equivalent = 3.78 mA

Note that while the voltage induced at 180 Hz is more than twice the voltage induced at 540 Hz, these volt-
ages are approximately equal contributors to the total current. 

Note that several of the frequency components exceed the esc, introducing the possibility of error.

Table A11ÑExample 3
Longitudinal current predictions on telecommunications cable

f li Zm1 Vi1 Zm2 Vi2 sf Zl ll1 ll2 llT

(Hz) (A) (W) (V) (W) (V) (W) (A) (A) (A)

60 2.400 0.466 1.017 74 0.539 1.177 18 0.91 3123.0 1.9457EÐ04 2.9855EÐ04 0.000 493 12

120 0.058 0.850 0.039 93 0.997 0.046 84 0.81 1573.0 1.5153EÐ05 2.3579EÐ05 3.8732EÐ05

180 1.760 1.204 1.483 33 1.423 1.753 14 0.70 1062.0 8.3393EÐ04 1.3076EÐ03 0.002 141 47

240 0.015 1.539 0.014 08 1.830 0.016 75 0.61 809.9 1.0380EÐ05 1.6374EÐ05 2.6755EÐ05

300     0.573 1.859 0.564 56 2.223 0.675 10 0.53 661.5 5.0951EÐ04 8.0829EÐ04 0.001 317 8

360        0.031 2.168 0.031 59 2.604 0.037 94 0.47 564.8 3.3389EÐ05 5.3202EÐ05 8.6591EÐ05

420       0.529 2.467 0.548 12 2.975 0.660 99 0.42 497.4 6.5787EÐ04 1.0525EÐ03 0.001 710 35

480       0.0175 2.758 0.0183 3.338 0.022 20 0.38 448.4 2.4419EÐ05 3.9207EÐ05 6.3626EÐ05

540 0.556 3.042 0.575 06 3.694 0.698 31 0.34 411.4 8.3449EÐ04 1.3444EÐ03 0.002 178 84

 600 0.007 3.320 0.007 41 4.043 0.009 02 0.31 382.7 1.1560EÐ05 1.8675EÐ05 3.0235EÐ05

660       0.036 3.592 0.037 50 4.387 0.04 580 0.29 360.1 6.2171EÐ05 1.0073EÐ04 0.000 162 9

720       0.001 3.859 0.001 15 4.726 0.001 40 0.27 341.8 2.0019EÐ06 3.2524EÐ06 5.2543EÐ06

780 0.006 4.122 0.006 60 5.060 0.008 10 0.25 326.9 1.2044EÐ05 1.9615EÐ05 3.1659EÐ05

840       0.001 4.380 0.001 31 5.390 0.001 61 0.23 314.6 2.4852EÐ06 4.0572EÐ06 6.5424EÐ06

900 0.010 4.635 0.010 50 5.716 0.012 95 0.22 304.3 2.0605EÐ05 3.3711EÐ05 5.4317EÐ05

960 0.002 4.885 0.001 95 6.038 0.002 42 0.20 295.6 3.9463EÐ06 6.4710EÐ06 1.0417EÐ05

1020       0.003 5.132 0.002 73 6.356 0.003 38 0.19 288.2 5.6556EÐ06 9.2924EÐ06 1.4948EÐ05

l    
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A.2 Mitigation calculations

A.2.1 Example 4

The fourth example illustrates mitigation calculations. The Þrst step in mitigation is to obtain conclusive
results proving cause and effect. This is usually done by measuring the effect, then measuring the cause, and
then calculating the effect. When the measured effect and the calculated effect are the same or within varia-
tions accounted for in test set sensitivity, the cause and effect have been proven.

This technique will be demonstrated by using the exposure diagram in Þgure A1 assuming a power distribu-
tion line. The power system provides one interference section on the telecommunications cable with one
change in exposure due to geometry. The same mutual impedance computed in example 3 will be used.

Voltages measured on the cable pair are given in table A12, and voltages measured on the probe wire are
given in table A13. The comparison of the predicted voltage on the cable pair and the actual measured volt-
age on the cable pair is given in table A14.

Table A12ÑExample 4
Measured values on a cable pair

f Noise-to-ground Voltage-
to-ground

Noise
metallic

Longitudinal
balance

(Hz) (dBrnC) (dBrn) (V) (dBrn) (dB)

60 59.3 115 13.78 39 76

120 44.5  80  0.25 5  75

180 70.4 100  2.54 26 74 

240 56.8  78  0.19 5 73

300 80.5  97  1.73 25  72

360 54.9  68  0.06 Ð3 71

420 81.8  92  0.98 28  70

480 61.0  69  0.07 0 69

540 83.8  90  0.77 22 68

600 72.5  77  0.17 10 67

660 83.7  87  0.55 21  66

720 71.7  74  0.12 9  65

780 84.7  86  0.49 22  64

840 61.2  62  0.03  Ð1  63

900 79.7  80  0.25 18 62

960 57.8  58  0.02  Ð3 61

1020 77.0  77  0.17 17  60 
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Table A13ÑExample 4
Calculated interfering current from measured probe-wire voltage

f Probe wire Mutual
impedance

Interfering
current

(Hz) (dBrn) (V) (W) (A) 

60  76.2  159.0 EÐ3 0.009  16.86

120  43.8  3.8 EÐ3 0.017  0.219

180  63.6  37.0 EÐ3 0.025  1.504

240  42.9    3.4 EÐ3 0.032  0.108

300  62.5  32.6 EÐ3 0.038  0.854

360  36.3    1.6 EÐ3 0.045  0.036

420  59.6  23.4 EÐ3 0.051  0.460

480  38.7    2.1 EÐ3 0.057  0.037

540  57.7  18.8 EÐ3 0.063  0.299

600  47.8    6.0 EÐ3 0.069  0.087

660  57.1  17.5 EÐ3 0.075  0.235

720  48.5    6.5 EÐ3 0.080  0.081

780  57.7  18.7 EÐ3 0.086  0.218

840  37.3    1.8 EÐ3 0.091  0.019

900  54.3  12.7 EÐ3 0.097  0.131

960  33.8    1.2 EÐ3 0.102    0.012

1020  50.6     8.3 EÐ3 0.107  0.077
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Table A14ÑExample 4
Comparison of calculated and measured voltages on the telecommunications cable

Calculated effect Measured
effect

f Mutual
impedance

Interfering
current Shield

factor

Shielded
voltage

Noise-to-
ground

Noise-to-
ground

(Hz) (W) (A) (V) (dBrn) (dBrn)

60  1.005 16.860  0.91  15.410 115.4 115

120  1.847 0.219  0.81  0.328 82.5 80

180  2.627 1.504  0.70  2.763 101.0 100

 240  3.369 0.108  0.61  0.222 79.1 78

300  4.081 0.854  0.53  1.847 97.6 97

360  4.770 0.036  0.47  0.081 70.4 68

420  5.440 0.460  0.42  1.051 92.7 92

480  6.094 0.037  0.38  0.086 70.9 69

540  6.734 0.299  0.34  0.685 88.9 90

600  7.361 0.087  0.31  0.199 78.2 77

660  7.977 0.235  0.29  0.544 86.9 87

720  8.583 0.081  0.27  0.188 77.7 74

780  9.179 0.218  0.25  0.500 86.2 86

840  9.767 0.019  0.23  0.043 64.9 62

900  10.346 0.131  0.22  0.298 81.7 80

 960  10.919 0.012  0.20  0.026 60.5 58

1020  11.484 0.077  0.19  0.168 76.7 77
51



IEEE
Std 776-1992 IEEE RECOMMENDED PRACTICE FOR INDUCTIVE
Annex B
Decibel, power, and C-message noise

The human ear can handle a very wide range of audio levels. Voice telecommunication circuits should deal
with a corresponding wide range of signal or noise levels. Traditionally, wide-range audio signal levels were
interpreted as bells or decibels. Voice telecommunication circuits have used a similar approach. A decibel is
a unit division deÞned by applying equation B1.

dB=10 log(P1 / P2) (B1)

Equation B1 represents a measure of the gain or loss of the circuit when P2 represents the signal or noise
power entering one port of a two-port circuit and P1, the resulting output power from the other port. Note
that the numerical result of equation B1 is dimensionless when P1 and P2 are expressed in the same units. It
is customary to place the sufÞx ÒdBÓ after these gain or loss values as an indication of their method of deri-
vation. If in equation B1, P1 is the measured input port or output port power level in watts, and P2 is some
desired reference power level as a fraction of a watt, then the result expresses a decibel value above or below
the reference power level. There are a number of common sufÞxes applied to the numeric results that imply
the reference level used in the evaluation: dBm for 10Ð3 W and dBrn for 10Ð12 W. To avoid confusion with
decibels used with gain or loss, dBw should be used where the reference is 1 W.

Communication circuit-power measuring devices have meters scaled to read in dB above a deÞned reference
level. On some instruments, the reference can be changed in 10 dB steps. All these instruments actually mea-
sure rms voltage. Internally, the instrument is scaled to give a power reading by using

     P1 =  in equation B1.

For metallic or bridged-pair measurements, the value of terminating resistance (R) used for scaling is 600 W.
This Þgure is derived from the nominal characteristic impedance at voice frequencies of the pair. As the pair
terminations roughly match the pair characteristic impedance, the use of this value of R implies that the
power reading is a measure of the power load at the point of measurement. For accurate metering, the inter-
nal impedance of the measuring set must be much greater than 600 W. 

Many instruments provide an internal 600 W termination for the case where the pair termination is not
present or is suspected of being nonstandard. In general, measurement accuracy is better when these known
terminations are used.

It is sometimes necessary to interpret an rms voltage (V) that is equivalent to a metallic noise measurement
(Nm). In general, equation B2 can be used.

(B2)

where

V is volts
Nm is the dBm when the reference level (Ref) is 1mW (Ð30 dBw)
Nm is the dBrn when the reference level (Ref) is 1pW (Ð120 dBw)

The value of R (600 W) in equation B2 is a built-in scale factor between the voltage at the instruments termi-
nals and the displayed scale. The manufacturer should be consulted before using any value other than 600 W
in equation B2.

V 2

R
------

V = 600 10

Nm Ref+
20

-------------------------

´
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Many instruments are also designed to measure common mode (noise-to-ground) of pair circuits. Histori-
cally, this measuring mode was a simple adaptation of the metallic measuring mode. The instrument retained
the 600 W scaling factor but the input voltage was reduced by a factor of 100 by means of a divider. The
divider introduced a 40 dB reference change. This change was added to the reading in early instruments. In
later designs, mode switches altered the offset of the reference switch. The voltage divider effectively
increased the instrument load impedance to approximately 100 kW.

The interpretation of noise-to-ground readings as power levels is meaningless. Common-mode circuits in
telecommunication lines are not terminated in the lineÕs characteristic impedance. At the switching center,
the terminating impedance is approximately 160 W . At the customer end, it can be many megohms (máW).
The actual power transfer for a distributed inductive source should approach zero at the customer end. In
typical situations, noise-to-ground measurements are highest at the customer end. This apparent inconsis-
tency occurs because the power measurement is actually an interpreted voltage measurement. Noise-to-
ground should be thought of as a voltage interpretation on a logarithmic scale even though the reference
implies a power measurement. As with any voltage measurement on a circuit having a Þnite source imped-
ance, the impedance of the measuring device must be sufÞciently high so as not to reduce the voltage signif-
icantly. A Þgure of 100 kW is adequate. 

The noise-to-ground readings (Ng) can be correctly interpreted as a voltage by substituting Ng for Nm in
equation B2.

Some instruments, such as frequency selective voltmeters, interpret their output as dB relative to a reference
voltage. They are based on equation B3.

(B3)

When V1 is the measured value in volts and V2 is a reference value of 1 V, then the value of equation B3 has
the sufÞx dBv.

Voice telecommunications requires the transmission of energy over a band of frequencies. The standard tele-
phone receiver does not uniformly translate electric power to audio power at all frequencies. Also, the
human earÕs impression of equal loudness is a function of frequency. Tests have been made at various fre-
quencies of the relative power levels that are required in a standard telephone receiver to produce equal sub-
jective loudness. When the reference power level is taken at 1000 Hz, the results are called ÒC-message
weighting.Ó

Table 3 gives the C-message weighting values for power utility harmonics. Also shown are the equivalent
voltage ratios for use with frequency selective voltmeters.

Many telecommunication test instruments have an optional C-message Þlter. This Þlter weights the incom-
ing signal or noise in the same manner as the telephone receiver plus subjective sensitivity. The resulting
measured power level expressed by equation B1 is given the sufÞx ÒdBrnCÓ when the reference is 1 pW.
Audio noise objectives are usually expressed in terms of dBrnC.

Broad-band test instruments are engineered for rms or power summation of the frequencies entering them.
When frequency selective voltmeters are used to give a set of readings (Vm) at different frequencies then
equation B4 may be used to calculate the equivalent power sum.

When Vm(f)Õs are in dBv or dBvC, then the results are in dBrn or dBrnC, respectively.

Note that the 600 W Þgure in equation B4 is not a scaling factor of the instrument. It represents a nominal
load impedance of the circuit.
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